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DEXTER CORPORATION, HYSOL DIVISION -- EA 9320 PART B  -- 8040-01-043-5423
=====================  Product Identification  =====================

Product ID:EA 9320 PART B
MSDS Date:01/01/1987
FSC:8040
NIIN:01-043-5423
MSDS Number: BBFZT
=== Responsible Party ===
Company Name:DEXTER CORPORATION, HYSOL DIVISION
Emergency Phone Num:415/687-4201
CAGE:79436
=== Contractor Identification ===
Company Name:DEXTER CORP DEXTER ELECTRONIC MATE
RIALS
Address:15051 E DON JULIAN RD
Box:City:INDUSTRY
State:CA
ZIP:91746-1282
Country:US
Phone:626-968-6511
CAGE:79436
Company Name:DEXTER CORPORATION ADHESIVE & COATING SYSTEMS
Address:2850 WILLOW PASS ROAD
Box:312
City:BAY POINT
State:CA
ZIP:94565-3299
Country:US
Phone:202-483-7616
CAGE:33564

=============  Composition/Information on Ingredients  =============
Fraction by Wt: 100%

=====================  Hazards Identification  =====================

Effects of Overexposure:DANGER	CAUSES SEVE



RE SKIN AND EYE BURNS. MAY
    CAUSE SENSITIZATION AND OTHER ALLERGIC RESPONSES

=======================  First Aid Measures  =======================

First Aid:IF CONTACT OCCURS, WASH SKIN IMMEDIATELY WITH WATER FOR AT
    LEAST 15 MINUTES. GET MEDICAL ATTENTION.

=====================  Fire Fighting Measures  =====================

Flash Point:>200F,>93C (TCC)
Extinguishing Media:CO2, WATER, POLYMER FOAM

==================  Accidental Release Measures  ==================

Spill Release Proced
ures:WASH WITH SOAP AND WATER.

======================	Handling and Storage  ======================

Other Precautions:CORROSIVE TO EYES. ANSI CLASSIFICATION 4 & 5.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:CHEMICAL CANISTER
Ventilation:LOCAL EXHAUST RECOMMENDED
Protective Gloves:RUBBER
Eye Protection:SAFETY GLASSES/GOGGLES
Other Protective Equipment:PROTECTIVE CLOTHING, EYE BATH AND SAFETY
    SHOWER
Supplemental Safety and Health
2850 WILLOW P
ASS ROAD (P.O. BOX 312) PITTSBURG, CALIFORNIA 94565.

==================  Physical/Chemical Properties  ==================

Boiling Pt:B.P. Text:>300F,>149C
Vapor Density:7.6
Spec Gravity:0.99
Evaporation Rate &amp; Reference:


