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ROYAL LUBRICANT CO.,INC. -- ROYCO 43  -- 9150-00-119-9291
=====================  Product Identification  =====================

Product ID:ROYCO 43
MSDS Date:01/01/1987
FSC:9150
NIIN:00-119-9291
MSDS Number: BCZSK
=== Responsible Party ===
Company Name:ROYAL LUBRICANT CO.,INC.
Emergency Phone Num:(201)887-7410
CAGE:KO145
=== Contractor Identification ===
Company Name:ROYAL LUBRICANT CO.,INC.
Box:518
CAGE:KO145
Company Name:ROYAL LU
BRICANTS COMPANY INC.
Address:215 MERRY LN
Box:518
City:EAST HANOVER
State:NJ
ZIP:07936
Country:US
Phone:973-887-7411/7410
CAGE:07950

=============  Composition/Information on Ingredients  =============

Ingred Name:SYNTHETIC HYDROCARBON/ESTER
Fraction by Wt: >82%

Ingred Name:LITHIUM BASED SOAP THICKENER
Fraction by Wt: >11%
ACGIH TLV:NOT SPECIFIED

Ingred Name:OTHER COMPONENTS (UNIDENTIFIED)
Fraction by Wt: 7.0%
ACGIH TLV:NOT SPECIFIED

=====================  Hazards Identification  =========



============

Effects of Overexposure:SKIN/EYES:IRRITATION;INHAL:RESPIRATORY
    IRRITATION;INGEST:G.I DISTURBANCES AS CATHARSIS AND DIARRHEA.

=======================  First Aid Measures  =======================

First Aid:INHALE:REMOVE TO FRESH AIR, GIVE CPR/O*2 IF
    NEED;EYES/SKIN:FLUSH W LG AMTS H*2O FOR 15 MIN;INGEST:RINSE MOUTH;
    GET MEDICAL ATTENTION FOR EYES, BREATHING DIFFICULTY, OR OTHER
    SYMPTOMS OF OVEREXPOSURE.

=====================  Fire Fighting Measures  ================
=====

Extinguishing Media:CO*2, DRY CHEMICAL POWDER OR FOAM EXTINGUISHERS.
Fire Fighting Procedures:DO NOT USE WATER JETS.
Unusual Fire/Explosion Hazard:NONE

==================  Accidental Release Measures  ==================

Spill Release Procedures:CLEAN-UP WITH METAL SCRAPERS AND RAGS. SPREAD
    DRY SAND OR MINERAL ABSORBENT OVER REMAINING GREASE.

======================	Handling and Storage  ======================

Handling and Storage Precautions:NORMAL PROCEDURES AND QUALITY CONTROL
  
  REQUIREMENTS.
Other Precautions:WASH HANDS THOROUGHLY WITH SOAP AND WARM WATER AFTER
    USE.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:USE NIOSH/MSHA APPROVED RESPIRATOR FOR ORGANIC
    VAPORS/MIST IF > TLV
Ventilation:MECH(GEN)OR LOCAL EXHAUST THAT PROVIDES ADEQUATE
    VENTILATION
Protective Gloves:IMPERVIOUS
Eye Protection:SAFETY/CHEM GOGGLES
Other Protective Equipment:FULL PROTECTIVE CLOTHING,SAFETY SHOWER,EYE
    WASH STATION
Supplementa



l Safety and Health
MSDS DATED:NOVEMBER 1,1985

==================  Physical/Chemical Properties  ==================

HCC:V6
Solubility in Water:NEGLIGIBLE
Appearance and Odor:SMOOTH BUTTERY TAN GREASE WITH SLIGHT ODOR.

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS
Stability Condition to Avoid:HEAT,OPEN FLAMES
Hazardous Decomposition Products:CO AND UNIDENTIFIED ORGANIC COMPOUNDS
    UPON COMBUSTION

=====
===============  Disposal Considerations  ====================

Waste Disposal Methods:DISPOSE IAW FEDERAL, STATE AND LOCAL CODES.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek com
petent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


