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MOBIL OIL CORP. -- AVREX 904 HYDRAULIC FLUID  -- 9150-00-159-4472
=====================  Product Identification  =====================

Product ID:AVREX 904 HYDRAULIC FLUID
MSDS Date:01/01/1985
FSC:9150
NIIN:00-159-4472
MSDS Number: BDCZZ
=== Responsible Party ===
Company Name:MOBIL OIL CORP.
Address:150 E 42ND ST
City:NEW YORK
State:NY
ZIP:10017-5612
Country:US
CAGE:3U278
=== Contractor Identification ===
Company Name:MOBIL CORP
A
ddress:150 E 42ND ST
Box:City:NEW YORK
State:NY
ZIP:10017-5612
Country:US
Phone:212-883-4242
CAGE:57635
Company Name:MOBIL OIL CORP.
Address:3225 GALLOWS RD
City:FAIRFAX
State:VA
ZIP:22037
Country:US
Phone:1-800-662-4525
CAGE:3U278

=============  Composition/Information on Ingredients  =============

Ingred Name:REFINED PETROLEUM (MINERAL) OILS
Fraction by Wt: > 85%
ACGIH TLV:5 MG/CUM (MIST)

Ingred Name:PETROLEUM SULFONATES
Fraction by Wt: 10%

Ingred Name:ADDITIVE INGREDIENTS,NOT SPECIFIED (N



ON-HAZARDOUS ACCORDING
    TO MANUFACTURER)
Fraction by Wt: 210 F ASTM D92
Lower Limits:0.6
Upper Limits:7.0
Extinguishing Media:FOAM, CO2 OR DRY CHEMICAL. DO NOT USE WATER STREAM.
Fire Fighting Procedures:WEAR SELF-CONTAINED BREATHING APPARATUS
Unusual Fire/Explosion Hazard:NONE EXPECTED

==================  Accidental Release Measures  ==================

Spill Release Procedures:REPORT SPILLS AS REQUIRED TO APPROPRIATE
    AUTHORITIES. ADSORO ON FIRE RETARDANT-TREATED SAWDUST, DIATOMACEOUS
  
  EARTH, ETC. DISPOSE OF AT APPROPRIATE WASTE DISPOSAL FACILITY IN
    ACCORDANCE WITH CURRENT LA WS AND REGULATIONS.

======================	Handling and Storage  ======================

Handling and Storage Precautions:AVOID CONTACT WITH SKIN. DO NOT STORE
    ABOVE 120F.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NOT NEEDED IF VENTILATION IS ADEQUATE & OIL
    MISTING IS NOT OCCURRING
Ventilation:NO SPECIAL REQUIREMENTS UNDER ORDINARY CONDITIO
NS OF USE.
Protective Gloves:BUTYL RUBBER
Eye Protection:SPLASH-PROOF GOGGLES
Other Protective Equipment:CLOTHING OF BUTYL RUBBER, PVA, POLYETHYLENE,
    OR NEOPRENE.
Supplemental Safety and Health
UNIT OF ISSUE: 16 OUNCE PRESSUREIZED CONTAINER. DATA GIVEN IS FOR BASE
    FLUID.

==================  Physical/Chemical Properties  ==================

HCC:V3
Boiling Pt:B.P. Text:>600F;>316C
Vapor Pres:


