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KLEER-FLO CO. -- SHOE POLISH  -- 7930-00-205-2872
=====================  Product Identification  =====================

Product ID:SHOE POLISH
MSDS Date:01/01/1985
FSC:7930
NIIN:00-205-2872
MSDS Number: BDJNH
=== Responsible Party ===
Company Name:KLEER-FLO CO.
Address:15151 TECHNOLOGY DRIVE
City:EDEN PRAIRIE
State:MN
ZIP:55344-3403
Country:US
Info Phone Num:612-934-2555
Emergency Phone Num:612-934-2555
CAGE:16649
=== Contractor Id
entification ===
Company Name:KIWI POLISH CO/CANADA/LTD
Address:POSTAL STATION E
Box:128
City:HAMILTON
State:ON
Country:CA
CAGE:37119
Company Name:KLEER-FLO CO.
Address:15151 TECHNOLOGY DRIVE
Box:City:EDEN PRAIRIE
State:MN
ZIP:55344-3403
Country:US
Phone:612-934-2555
CAGE:16649

=============  Composition/Information on Ingredients  =============

Ingred Name:NAPHTHA (PETROLEUM SPIRITS OR BENZIN)
CAS:8030-30-6
RTECS #:SE7555000
Fraction by Wt: 70.0%
OSHA PEL:100 PPM

=======================  Fir



st Aid Measures  =======================

First Aid:SKIN-NORMAL CLEANSING WITH SOAP & WATER.INGESTION-DO NOT
    INDUCE VOMITING.CALL PHYSICIAN.EYES-FLUSH WITH WATER UNTIL
    IRRITATION SUBSIDES.

=====================  Fire Fighting Measures  =====================

Flash Point:105F-41C SCC
Lower Limits:0.77
Extinguishing Media:FOAM,CO*2,DRY CHEMICAL,WATER SPRAY OR FOG

==================  Accidental Release Measures  ==================

Spill Release Procedures:NORMAL CLEANSING WITH SOLVENT BA
SED CLEANER

======================	Handling and Storage  ======================

Handling and Storage Precautions:DO NOT STORE ABOVE 120F

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NONE NEEDED BELOW 120F
Protective Gloves:IF ALLERGIC
Supplemental Safety and Health
B.P. RANGE:143-204C

==================  Physical/Chemical Properties  ==================

HCC:F4
Boiling Pt:B.P. Text:290-400F
Vapor Density:3.9
Spec Gravity:0.8
Solubility in Water:N
EGLIGIBLE
Appearance and Odor:BROWNISH-BLACK SOLID.ODOR OF MINERAL SPIRITS
Percent Volatiles by Volume:70

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:NO
Stability Condition to Avoid:DO NOT EXPOSE TO TEMPERTURES ABOVE 120F OR
    OPEN FLAME

====================  Disposal Considerations  ====================

Waste Disposal Methods:INCINERATE OR BURY
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