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IBM CORP -- 2164584  -- 9150-00-264-9556
=====================  Product Identification  =====================

Product ID:2164584
MSDS Date:01/01/1987
FSC:9150
NIIN:00-264-9556
MSDS Number: BDRDM
=== Responsible Party ===
Company Name:IBM CORP
Emergency Phone Num:800-IBM-4333
CAGE:7N876
=== Contractor Identification ===
Company Name:IBM CORP
Address:OLD ORCHARD RD
City:ARMONK
State:NY
ZIP:10504
Country:US
Phone:716-722-5151
CAGE:7N
876
Company Name:IBM CORP IBM PARTS ORDER CENTER
Address:ATTN: GOVERNMENT SALES
Box:505
City:GREENCASTLE
State:IN
ZIP:46135-0505
Country:US
CAGE:52122

=============  Composition/Information on Ingredients  =============

Ingred Name:MINERAL OIL (EXPOSURE REGULATED AS 'OIL MIST')
CAS:8012-95-1
RTECS #:PY8030000
Fraction by Wt: 99%
OSHA PEL:5 MG/M3
ACGIH TLV:5 MG/M3/10 STEL;9192

Ingred Name:DITERTIARY BUTYL PARACRESOL
Fraction by Wt: 0.42%
ACGIH TLV:N.K

Ingred Name:RUST INHIBITOR.
Fraction by W



t: 0.08%

Ingred Name:ANTIOXIDANT
Fraction by Wt: 0.08%

=====================  Hazards Identification  =====================

Effects of Overexposure:EYES, SKIN, INHAL-MILD IRRITATION.

=======================  First Aid Measures  =======================

First Aid:EYES - FLUSH COPIOUSLY WITH WATER 15 MINUTES. SKIN - WASH
    WITH SOAP AND WATER. INHAL - REMOVE FROM EXPOSURE. INGEST - DO NOT
    INDUCE VOMITING, OBTAIN MEDICAL ATTENTION.

=====================  Fire Fighting Measures  =========
============

Flash Point:394F/202C
Lower Limits:0.6
Upper Limits:7.0
Extinguishing Media:WATER, DRY CHEM, CARBON DIOXIDE, FOAM.
Fire Fighting Procedures:USE NIOSH-APPROVED SELF-CONTAINED BREATHING
    APPARATUS.

==================  Accidental Release Measures  ==================

Spill Release Procedures:ELIM ALL SOURCES OF IGNITION. VENT AREA, AVOID
    BREATHING VAPORS. COVER WITH ABSORBENT MATERIAL. COLLECT MIXTUE AND
    PLACE IN A CLOSED CONTAINER FOR DISPOSAL.

======================	Han
dling and Storage  ======================

Handling and Storage Precautions:KEEP OUT OF REACH OF CHILDREN.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:IF TLV EXCEED - NIOSH APPROVED MIST CARTRIDGE
    RESPIRATOR.
Ventilation:LOCAL EXHAUSE OR GENERAL DILUTION VEN
Protective Gloves:IMPERMEABLE
Eye Protection:SAFETY GLASSES
Supplemental Safety and Health
IBM, OIL, NO 6 LUBE.

==================  Physical/Chemical Properties  ==================

HCC:V



6
Boiling Pt:B.P. Text:598F/316C
Vapor Pres:20
Vapor Density:0.87
Solubility in Water:INSOLUBLE
Appearance and Odor:COLORLESS, OILY LIQUID; MILD ODOR.
Percent Volatiles by Volume:NONE

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
STRONG ACIDS, OXIDIZERS
Stability Condition to Avoid:HEAT, SPARKS, OPEN FLAMES.
Hazardous Decomposition Products:CARBON MONOXIDE

====================  Disposal Considerations  ====================

Wast
e Disposal Methods:USE CERTIFIED VENDOR FOR DISPOSAL IN A SECURE
    LANDFILL OR INCINERATION.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify
 and
 assume responsibility for the suitability of this information to their
 particular situation.


