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OKLAHOMA REFINING CO -- 140 SOLVENT (NAPTHA)  -- 6850-00-274-5421
=====================  Product Identification  =====================

Product ID:140 SOLVENT (NAPTHA)
MSDS Date:01/01/1987
FSC:6850
NIIN:00-274-5421
MSDS Number: BDSFL
=== Responsible Party ===
Company Name:OKLAHOMA REFINING CO
Address:5800 N EASTERN AVE
Box:26386
City:OKLAHOMA CITY
State:OK
ZIP:73126
Country:US
CAGE:4U202
=== Contractor Identification ===
Company Na
me:OKLAHOMA REFINING CO
Address:5800 N EASTERN AVE
Box:26386
City:OKLAHOMA CITY
State:OK
ZIP:73126
Country:US
CAGE:4U202

=============  Composition/Information on Ingredients  =============

Ingred Name:ACID TREATED NAPHTHA,CAS.#64742-15-0
Fraction by Wt: 100%.
ACGIH TLV:25 PPM PER MFR

=====================  Hazards Identification  =====================

Effects of Overexposure:EYES:CAN CAUSE SEVERE IRRITAT,REDNESS,TEARING;
    SKIN:MODERATE IRRITAT,DEFATTING; INHAL:RESPIRT. IRRT

============



===========  First Aid Measures  =======================

First Aid:EYES/SKIN:FLUSH THOROUGHLY W/LARGE AMTS. OF WATER--FOR
    EYES:LIFT UPPER & LOWER LIDS OCCASIONALLY,& GET MEDICAL ATTN,-FOR
    SKIN:WASH W/SOAP & WATER. REMOVE CONTAMINATED CLOTHNG; INHAL:REMOVE
    TO FRESH AI R, ADMINISTER O*2 OR CPR AS APPROP- GETMED.ATTN.

=====================  Fire Fighting Measures  =====================

Flash Point:141F/61C TCC
Lower Limits:0.9
Extinguishing Media:NFPA CLASS B EXTING.(CO*2,FOAM) FOR C
LASS III A
    LIQUID FIRE
Fire Fighting Procedures:WATER SPRAY MAYBE INEFFECTIVE ON FIRE,BUT CAN
    PROTECT FIRE F
Unusual Fire/Explosion Hazard:KEEP CONTAINER TIGHTLY CLOSED. ISOLATE
    FROM OXIDIZERS,HEAT,& OPEN FLAME.CLOSED CONTAINERS MAY RUPTR

==================  Accidental Release Measures  ==================

Spill Release Procedures:SMALL SPILL: ABSORB ON PAPER,VERMICULITE,ETC &
    TRANSFER TO HOOD; LARGE SPILL: ELIMINATE IGNITION SOURCES, WEAR
    PROTECTIVE EQUIPM., STOP SPILL @ SO
URCE, DIKE AREA OF SPILL TO
    PREVENT SPREADING; PUMP LI QUID TO SALVAGE TANK. RESIDUE: USE
    ABSORBENT MATER

======================	Handling and Storage  ======================

Handling and Storage Precautions:ISOLATE FROM OXIDIZERS,HEAT & OPEN
    FLAME.USE ONLY W/ADEQUATE VENTILATION.KEEP CLOSURE TIGHT & UPRIGHT
    TO PREVENT LEAKAGE. KEEP CLOSED,WHEN NOT USED.
Other Precautions:AVOID PROLONGED BREATHING OF VAPOR OR SPRAY MIST, OR
    REPEATED CONTACT WITH SKIN.

=============  Exposur
e Controls/Personal Protection  =============

Respiratory Protection:NIOSH/MESA APPRVD SELF-CNTND BRTHNG APPAR
    W/F.FACE PIECE IF TLV EXCE
Ventilation:SUFFICIENT GEN.MECH./LOCAL EXHAUST TO MAINTAIN EXPOSURE
    


