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TRIANGLE REFINERIES INC -- 140 FLASH NAPHTHA  -- 6850-00-274-5421
=====================  Product Identification  =====================

Product ID:140 FLASH NAPHTHA
MSDS Date:01/01/1987
FSC:6850
NIIN:00-274-5421
MSDS Number: BDSFN
=== Responsible Party ===
Company Name:TRIANGLE REFINERIES INC
Address:3020 KNIGHT ST SUITE 130
City:SHREVEPORT
State:LA
ZIP:71105
Country:US
Emergency Phone Num:800-424-9300
CAGE:6G367
=== Contractor Ide
ntification ===
Company Name:TRIANGLE REFINERIES INC
Address:3020 KNIGHT ST SUITE 130
Box:3367
City:SHREVEPORT
State:LA
ZIP:71105
Country:US
CAGE:6G367

=============  Composition/Information on Ingredients  =============

Ingred Name:140 FLASH NAPHTHA(94.6% SATURATES, 5.4% AROMATICS, NIL %
    OLEFINS AS VOL %)
Fraction by Wt: 100%.
ACGIH TLV:100 PPM

Ingred Name:COMPLEX MIXTURE OF PARAFFIN,ISOPARAFFIN,NAPHTHENE &
    AROMATIC HYDROCARBONS: C*10 TO C*12
RTECS #:9999999ZZ

===================== 



 Hazards Identification  =====================

Effects of Overexposure:EYES:SEVERE IRRITATION ON CONTACT W/LIQ.;
    SKIN:DEFATS & WILL IRRITATE; INHAL:LOCAL IRRIT. & DROWSE

=======================  First Aid Measures  =======================

First Aid:EYES:FLUSH W/PLENTY OF WATER-GET MEDICAL ATTN; SKIN: WASH
    EXPOSED AREA W/SOAP & WATER-REMOVE TO CONTAMINATED CLOTHING. INHAL:
    REMOVE TO FRESH AIR, ADMINISTER O*2, OR CPR AS APPROPRIATE- GET
    MEDICAL AT TN.

=====================  Fir
e Fighting Measures  =====================

Flash Point:143F/61.7C CC
Extinguishing Media:DRY CHEMICAL/CARBON DIOXIDE/REGULAR FOAM
Fire Fighting Procedures:USE SELF-CNTD BRTHNG APP. W/FULL FACEPIECE IN
    POS. PRES.MODE
Unusual Fire/Explosion Hazard:MATERIAL WILL IGNITG ON CONTACT W/AN OPEN
    FLAME. NFPA FLAMMABILITY RATING OF 2.

==================  Accidental Release Measures  ==================

Spill Release Procedures:WEAR APPROPRIATE PROTECTIVE EQUIP- USE
    ABSORBENT MATERIAL TO PICK-
UP SPILLED MATERIAL- MAKE CERTAIN THAT
    IGNITIONS SOURCES HAVE BEEN ELIMINATED. STOP SPILL @ SOURCE, DIKE
    AREA OF SPILL TO PREVENT SPIL LING.

======================	Handling and Storage  ======================

Handling and Storage Precautions:KEEP AWAY FROM HEAT & OPEN FLAMES;
    CONSULT FIRE PROTECTION GUIDE ON HAZARDOUS MATERIAL NO. 49

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NIOSH/MESA APPRVD RESP. W/FULL FACEPIECE, IF TLV
    EXCE
EDED ("SCBA")
Ventilation:GEN.MECHANICAL/LOCAL EXHAUST TO MAINTAIN EXPOSURE BELOW TLV
Protective Gloves:BUNA-N
Eye Protection:CHEMICAL SPLASH GOGGLES
Other Protective Equipment:AS REQUIRED TO MINIMIZE EXPOSURE TO SKIN
Supplemental Safety and Health
MSDS DATED:4/81

==================  Physical/Chemical Properties  ==================

HCC:V4
Boiling Pt:B.P. Text:360F/182.2C
Vapor Pres:


