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PHIPPS PRODUCTS CORP. -- ISOPROPYL ALCOHOL,ANHYDROUS  -- 6810-00-753-4993
=====================  Product Identification  =====================

Product ID:ISOPROPYL ALCOHOL,ANHYDROUS
MSDS Date:01/01/1987
FSC:6810
NIIN:00-753-4993
MSDS Number: BFNGR
=== Responsible Party ===
Company Name:PHIPPS PRODUCTS CORP.
Address:186 LINCOLN ST SUITE 502
City:BOSTON
State:MA
ZIP:02111-2403
Country:US
Emergency Phone Num:NONE
CAGE:86511
=== Contr
actor Identification ===
Company Name:PHIPPS PRODUCTS CORP
Address:186 LINCOLN ST SUITE 502
Box:City:BOSTON
State:MA
ZIP:02111-2403
Country:US
Phone:OUT OF BUSINESS
CAGE:86511

=============  Composition/Information on Ingredients  =============

Ingred Name:ISOPROPYL ALCOHOL  (SARA III)
CAS:67-63-0
RTECS #:NT8050000
Fraction by Wt: 100%
OSHA PEL:400 PPM/500 STEL
ACGIH TLV:400 PPM/500STEL;9192

=====================  Hazards Identification  =====================

Effects of Overexposure:EYES:SEV



ERELY IRRITATING,INJURE EYE
    TISSUE.SKIN:IRRITAT & DERMATITIS.INHAL:HEADACHE,DIZZINESS ANESTH

=======================  First Aid Measures  =======================

First Aid:INHALE:REMOVE TO FRESH AIR, GIVE CPR/O*2 IF
    NEED;EYES/SKIN:FLUSH W LG AMTS H*2O FOR 15 MIN;INGEST:RINSE MOUTH;
    GET MEDICAL ATTENTION FOR EYES, BREATHING DIFFICULTY, OR OTHER
    SYMPTOMS OF OVEREXPOSURE.

=====================  Fire Fighting Measures  =====================

Flash Point:54F/12.2C (TCC)
Autoignitio
n Temp:Autoignition Temp Text:860F
Lower Limits:2.0
Upper Limits:12.0
Extinguishing Media:DRY CHEMICAL,CO*2,FOAM.
Fire Fighting Procedures:USE NIOSH APPROVED SCBA FOR FIREFIGHTING OR IN
    CONFINED AREA
Unusual Fire/Explosion Hazard:DO NOT PRESSURIZE,CUT,HEAT,WELD OR EXPOSE
    CONTAINERS TO FLAME OR OTHER SOURCES OF IGNITION

==================  Accidental Release Measures  ==================

Spill Release Procedures:USE PERSONAL PROTECTIVE EQUIPMENT.ELIMINATE
    ALL SOURCES OF IGNITION.RECO
VER BY PUMPING OR WITH SUITABLE
    ABSORBENT.PREVENT LIQUID FROM ENTERING SEWERS AND WATERCOURSES.

======================	Handling and Storage  ======================

Handling and Storage Precautions:USE COOL AND DRY PLACE.KEEP AT AMBIENT
    TEMPERATURE.KEEP CONTAINER CLOSED WHEN NOT IN USE.
Other Precautions:AVOID CONTACT WITH EYES,SKIN.DO NOT BREATH VAPORS.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:USE NIOSH/MSHA APPROVED RESPIRATORS IF
  



  NECESSARY.
Ventilation:PROVIDE MECHAN(GEN/LOCAL EXHAUST)VENT TO MAINTN 


