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DOW CORNING CORP -- MOLY KOTE GN  -- 8030-00-831-4171
=====================  Product Identification  =====================

Product ID:MOLY KOTE GN
MSDS Date:01/01/1987
FSC:8030
NIIN:00-831-4171
MSDS Number: BFRQL
=== Responsible Party ===
Company Name:DOW CORNING CORP
Emergency Phone Num:517-496-5900
CAGE:5D028
=== Contractor Identification ===
Company Name:DOW CORNING CORP
Address:3901 S SAGINAW RD
Box:997
City:MIDLAND
State:MI
Z
IP:48686-0997
Country:US
Phone:517-496-6000/517-496-6315
CAGE:5D028
Company Name:DOW CORNING CORP
Address:2200 W SALZBURG RD
Box:City:AUBURN
State:MI
ZIP:48611
Country:US
Phone:517-496-4388
CAGE:71984

=============  Composition/Information on Ingredients  =============

Ingred Name:NO INGREDIENT FOR THIS FORMULATION_INGREDIENT

=====================  Hazards Identification  =====================

Effects of Overexposure:IRRITATES EYES

=======================  First Aid Measures  ==============



=========

First Aid:FLUSH WITH WATER.

=====================  Fire Fighting Measures  =====================

Flash Point:>250F, 121C OC
Extinguishing Media:CO*2 OR FOAM
Fire Fighting Procedures:NONE
Unusual Fire/Explosion Hazard:NONE

==================  Accidental Release Measures  ==================

Spill Release Procedures:MOP, SOAK OR WIPE WITH ABSORBENT MATERIAL.

======================	Handling and Storage  ======================

Handling and Storage Precautions:USE REASONABLE CARE.

==
===========  Exposure Controls/Personal Protection  =============

Ventilation:USE MECHANICAL
Eye Protection:SAFETY GLASSES
Other Protective Equipment:AS REQUIRED BY YOUR COMPANY
Supplemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:V6
Boiling Pt:B.P. Text:>300F 149C
Vapor Pres:5
Vapor Density:NA
Spec Gravity:1.35
Evaporation Rate &amp; Reference:


