
View NSN Online: https://aerobasegroup.com/nsn/8040-00-903-5081

PHILADELPHIA RESINS CORP -- MLD-2 TILE ADHESIVE HARDENER  -- 8040-00-903-5081
=====================  Product Identification  =====================

Product ID:MLD-2 TILE ADHESIVE HARDENER
MSDS Date:01/01/1985
FSC:8040
NIIN:00-903-5081
Kit Part:Y
MSDS Number: BFVSJ
=== Responsible Party ===
Company Name:PHILADELPHIA RESINS CORP
Emergency Phone Num:215-855-8450
CAGE:20420
=== Contractor Identification ===
Company Name:ITW PHILADELPHI
A RESINS
Address:130 COMMERCE DR
Box:City:MONTGOMERYVILLE
State:PA
ZIP:18936
Country:US
Phone:215-855-8450
CAGE:20420

=============  Composition/Information on Ingredients  =============

Ingred Name:NO INGREDIENT FOR THIS FORMULATION_INGREDIENT

=====================  Hazards Identification  =====================

Effects of Overexposure:EYES: BURNS. INH:SLIGHTLY IRRIT. SKIN:(REPEATED
    OR PROLONGED CONTCT)MAY CAUSE IRRIT/DERMATITIS.

=======================  First Aid Measures  ============
===========

First Aid:EYES:FLUSH W/WATER FOR 15 MIN. SEE MD. SKIN:WASH W/SOAP &
    WATER AT FIRST OPPORTUNITY. INGEST:DO NOT INDUCE VOMITING.SEE MD
    IMMED.INH:IF ILL EFFECT DEVELOPS REMOVE TO FRESH AIR.

=====================  Fire Fighting Measures  =====================

Flash Point:>400F COC
Extinguishing Media:DRY CHEM.,CHEM.FOAM, CO*2
Fire Fighting Procedures:NONE

==================  Accidental Release Measures  ==================

Spill Release Procedures:CLEAN AREA W/ABSORBENT MATER



IAL. RESIDUE MAY
    BE CLEANED W/SAFETY SOLVENT OR EMULSIFIED W/5% ACETIC ACID; MFG
    REC.

======================	Handling and Storage  ======================

Handling and Storage Precautions:STORE IN COOL DRY AREA. AVOID SKIN
    CONTACT. MINIMIZE CONTACT W/MOISTURE. ALLOW ADEQUATE VENTILATION.
Other Precautions:MAY ALSO USE SAFETY GLASSES W/SIDE SHIELDS AS EYE
    PROTECTION.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:IN COSED AREAS USE NI
OSH/MSHA APPRVD RESP PROT,
    CANISTER TYPE
Ventilation:SUFFICIENT TO PREVENT VAPOR CONTACT
Protective Gloves:IMPERV RUBBER
Eye Protection:GOGGLES W/SIDE SHIELDS
Other Protective Equipment:CLEAN CLOTHES, SAFETY SHOWER, EYE BATH. ALSO
    PLASTIC GLOVES
Supplemental Safety and Health
BOILING PT:DECOMPOSES FIRST.

==================  Physical/Chemical Properties  ==================

HCC:N1
Solubility in Water:NEGLIGIBLE
Appearance and Odor:BLACK; AMMONIACAL ODOR

=================  Stability and 
Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
AVOID STRONG OXIDIZING AGENTS
Hazardous Decomposition Products:CO & ORGANIC NITROGEN CMPDS OF UNKNOWN
    STRUCTURE

====================  Disposal Considerations  ====================

Waste Disposal Methods:INCINERATE OR LANDFILL ACCORDING TO FED, STATE,
    LOCAL REGULATIONS.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Departmen



t
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


