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CITY CHEMICAL CORPORATION -- DYE,RED,LEAK DETECTION  -- 6820-00-926-8887
=====================  Product Identification  =====================

Product ID:DYE,RED,LEAK DETECTION
MSDS Date:01/01/1985
FSC:6820
NIIN:00-926-8887
MSDS Number: BFWXD
=== Responsible Party ===
Company Name:CITY CHEMICAL CORPORATION
Address:100 HOBOKEN AVE
City:JERSEY CITY
State:NJ
ZIP:07302-1043
Country:US
Emergency Phone Num:201-653-6900
CAGE:8G980
=== Con
tractor Identification ===
Company Name:CITY CHEMICAL CO
Address:100 HOBOKEN AVE
Box:City:JERSEY CITY
State:NJ
ZIP:07310
Country:US
Phone:201-653-6900/800-424-9300(CHEMTREC)
CAGE:8G980

=============  Composition/Information on Ingredients  =============

Ingred Name:DYES

Ingred Name:ORGANIC SOLVENT

=====================  Hazards Identification  =====================

Effects of Overexposure:INHALATION WILL CAUSE DIZZINESS

=======================  First Aid Measures  =======================



First Aid:REMOVE TO FRESH AIR

=====================  Fire Fighting Measures  =====================

Flash Point:90F OC
Lower Limits:1.1
Upper Limits:7.0
Extinguishing Media:FOAM,CARBON DIOXIDE,DRY CHEMICAL
Unusual Fire/Explosion Hazard:MODERATELY EXPLOSIVE IN FORM OF VAPOR
    WHEN EXPOSED TO HEAT OR FLAME.

==================  Accidental Release Measures  ==================

Spill Release Procedures:COVER WITH SAND & SWEEP UP WHEN ABSORBED.STORE
    IN APPROVED STORAGE CONTAINERS FOR FLAMMABLE
 LIQUIDS.

======================	Handling and Storage  ======================

Handling and Storage Precautions:USE ONLY WITH ADEQUATE
    VENTILATION.AVOID BREATHING FUMES & VAPORS
Other Precautions:KEEP AWAY FROM SPARKS & OPEN FLAMES

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:APPROVED U.S.BUREAU OF MINES MASK/OR SELF
    CONTAINED BREATH APPARATUS
Ventilation:AS REQUIRED TO CONTROL TLV IN AIR
Protective Gloves:RUBBER
Eye Protection:GOGGLES
Sup
plemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:F3
Boiling Pt:=138.9C, 282.F
Vapor Density:3.6
Spec Gravity:0.90
Solubility in Water:NEGLIGIBLE
Appearance and Odor:RED COLOR-SOLVENT ODOR

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZERS

====================  Disposal Considerations  ====================

Waste Disposal Methods:DO NOT DISPOSE NEAR COMBUSTIBLE LIQ



UIDS.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular 
situation.


