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MARCO COMPANY -- MARCOLOY 1900  -- 3439-01-047-4141
=====================  Product Identification  =====================

Product ID:MARCOLOY 1900
MSDS Date:01/01/1987
FSC:3439
NIIN:01-047-4141
Kit Part:Y
MSDS Number: BGHQM
=== Responsible Party ===
Company Name:MARCO COMPANY
Emergency Phone Num:(213)723-0711
CAGE:HO294
=== Contractor Identification ===
Company Name:JO-JON INC
Address:360 FREEPORT BLVD SUITE 1 & 2
Box:UNKNOW
City:S
PARKS
State:NV
ZIP:89431
Country:US
Phone:702-356-6988
CAGE:009J0
Company Name:MARCO CO
Address:5722 UNION PACIFIC AVENUE
Box:City:LOS ANGELES
State:CA
ZIP:90022-5135
Country:US
Phone:213-723-0711
CAGE:55278
Company Name:MARCO COMPANY
CAGE:HO294

=============  Composition/Information on Ingredients  =============

Ingred Name:SILVER  (SARA III)
CAS:7440-22-4
RTECS #:VW3500000
OSHA PEL:0.01 MG/M3
ACGIH TLV:0.1 MG/M3; 9192
EPA Rpt Qty:1 LB
DOT Rpt Qty:1 LB

Ingred Name:COPPER  (SARA III)
CAS:7440



-50-8
RTECS #:GL5325000
OSHA PEL:0.1MG/M3 FUME/1 DUST
ACGIH TLV:0.2MG/M3 FUME; 9192
EPA Rpt Qty:5000 LBS
DOT Rpt Qty:5000 LBS

Ingred Name:ZINC  (SARA III)
CAS:7440-66-6
RTECS #:ZG8600000
OSHA PEL:10 MG ZNO/M3
ACGIH TLV:10 MG ZNO/M3; 9192
EPA Rpt Qty:1000 LBS
DOT Rpt Qty:1000 LBS

Ingred Name:TIN
CAS:7440-31-5
RTECS #:XP7320000
OSHA PEL:2 MG/M3
ACGIH TLV:2 MG/M3; 9192

=====================  Hazards Identification  =====================

Effects of Overexposure:METALLIC TASTE,NAUSEA,TIGHTNESS OF

    CHEST,FEVER,DIZZINESS.EYE,NOSE,THROAT DRYNESS AND IRRITATION.

=======================  First Aid Measures  =======================

First Aid:REMOVE FROM EXPOSURE AND OBTAIN PROMPT MEDICAL ATTENTION.IF
    UNCONSCIOUS,GIVE OXYGEN.IF NOT BREATHING GIVE CPR.EMPLOY FIRST AID
    TECNIQUES RECOMMENDED BY AMERICAN RED CROSS.

=====================  Fire Fighting Measures  =====================

Extinguishing Media:EXTINGUISH WITH AGENT SUITABLE FOR SURROUNDING FIRE
Unusual Fire/Explosion Hazard
:WELDING ARC AND SPARKS CAN IGNITE
    COMBUSTIBLE PRODUCTS.

==================  Accidental Release Measures  ==================

Spill Release Procedures:CLEAN UP ANY GRINDING DUST OR WASTE RESIDUE
    AND PLACE IN SUITABLE DOT APPROVED DISPOSAL CONTAINER.

======================	Handling and Storage  ======================

Other Precautions:TRAIN WELDER TO KEEP HIS HEAD OUT OF THE
    FUMES,MONITOR AIR TO ENSURE ACCEPTABLE EXPOSURES.AVOID ELECTRICAL
    SHOCK BY MAINTAINING DRY WORK AREA.

=



============  Exposure Controls/Personal Protection  =============

Respiratory Protection:FUME RESP.OR AIR SUPPLIED RESP.IN CONFINED
    SPACES.
Ventilation:PROVIDE MECHAN(GEN/LOCAL EXHAUST)VENT TO MAINTN 


