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SOUTH COAST TERMINALS, INC -- DEXRON-II,D 22823  -- 9150-00-698-2382
=====================  Product Identification  =====================

Product ID:DEXRON-II,D 22823
MSDS Date:07/13/1993
FSC:9150
NIIN:00-698-2382
MSDS Number: BJQFL
=== Responsible Party ===
Company Name:SOUTH COAST TERMINALS, INC
Address:7401 WALLISVILLE ROAD
Box:15535
City:HOUSTON
State:TX
ZIP:77020
Country:US
Info Phone Num:713-672-2401 EXT. 301
Emergency Phone
 Num:713-672-2401/800-424-9300(CHEMTREC)
CAGE:1L506
=== Contractor Identification ===
Company Name:CHEMICAL SPECIALISTS AND DEVELOPMENT INC
Address:2210 HACKBERRY LN
Box:687
City:CONROE
State:TX
ZIP:77305
Country:US
Phone:409-756-1065
CAGE:4N760
Company Name:SOUTH COAST TERMINALS, INC
Address:7401 WALLISVILLE ROAD
Box:15535
City:HOUSTON
State:TX
ZIP:77020
Country:US
Phone:713-672-2401/800-424-9300(CHEMTREC)
CAGE:1L506

=============  Composition/Information on Ingredients  =============

Ingred 



Name:LUBRICATING OIL BASE STOCK
Fraction by Wt: 80 - 90%
Other REC Limits:NONE SPECIFIED
OSHA PEL:5MG/M3 AS OIL MIST
ACGIH TLV:5MG/M3 AS OIL MIST

Ingred Name:ZINC DIALKYL DITHIOPHOSPHATE
CAS:68457-79-4
Other REC Limits:NONE SPECIFIED

Ingred Name:TRADE SECRET COMPONENT
Other REC Limits:NONE RECOMMENDED

=====================  Hazards Identification  =====================

LD50 LC50 Mixture:LD50 (ORAL, RAT) IS NOT KNOWN.
Routes of Entry: Inhalation:YES  Skin:NO  Ingestion:NO
Reports of Carcinoge
nicity:NTP:NO    IARC:NO	OSHA:NO
Health Hazards Acute and Chronic:TARGET ORGANS:EYE, SKIN, RESPIRATORY
    TRACT. ACUTE- MAY CAUSE EYE AND SKIN IRRITATION. DIRECT EYE CONTACT
    MAY CAUSE BURNING AND TEARING. INHALATION OF VAPORS/OIL MIST MAY
    CAUSE IRRITATION OF NOSE AND T HROAT. ACCIDENTAL INGESTION MAY
    CAUSE IRRITATION OF DIGESTIVE TRACT. CHRONIC- MAY CAUSE DERMATITIS.
Explanation of Carcinogenicity:NONE
Effects of Overexposure:IRRITATION, TEARING, REDNESS, BURNING OF EYES,
    DERMAT
ITIS, NAUSEA, VOMITING, COUGH
Medical Cond Aggravated by Exposure:PERSONS WITH A HISTORY OF AILMENTS
    OR WITH A PRE-EXISTING DISEASE INVOLVING THE EYES, SKIN, OR
    RESPIRATORY TRACT MAY BE AT INCREASED RISK FROM EXPOSURE.

=======================  First Aid Measures  =======================

First Aid:GET MEDICAL HELP IF SYMPTOMS PERSIST. INHALED:REMOVE TO FRESH
    AIR. PROVIDE CPR/OXYGEN IF NEEDED. EYES:FLUSH WITH WATER FOR 15
    MINUTES, HOLDING EYELIDS OPEN. SKIN:WASH WITH SOAP & WATER
. ORAL:DO
    NOT IN DUCE VOMITING. IF CONSCIOUS, RINSE MOUTH WITH WATER. SEEK
    MEDICAL ATTENTION. IF SPONTANEOUS VOMITING OCCURS, MONITOR FOR
    BREATHING DIFFICULTY.

=====================  Fire Fighting Measures  =====================

Flash Point:>200.C, 392.F
392F,200C MIN
Extinguishing Media:CARBON DIOXIDE, FOAM/DRY CHEMICAL. WATER/FOAM MAY
    CAUSE FROTHING & CAN BE DANGEROUS IF SPRAYED INTO HOT, BURNING
    LIQUID.
Fire Fighting Procedures:WEAR PROTECTIVE CLOTHING AND NIOSH-APPROVED



    SELF-CONTAINED BREATHING APPARATUS. COOL FIRE-EXPOSED CONTAINERS
    WITH WATER SPRAY.
Unusual Fire/Explosion Hazard:CONTAINER MAY RUPTURE.

==================  Accidental Release Measures  ==================

Spill Release Procedures:WEAR PROTECTIVE EQUIPMENT. SPILLS CAN BE TAKEN
    UP ON SAND, CLAY, EARTH & SHOVELD INTO CONTAINERS. PREVENT RUN-OFF
    TO ENTER WATERWAYS, SEWERS.
Neutralizing Agent:NOT RELEVANT

======================	Handling and Storage  ======================

Handling
 and Storage Precautions:STORE IN A COOL, DRY, WELL VENTILATED
    AREA. KEEP CONTAINERS TIGHTLY CLOSED WHEN NOT IN USE. PROTECT
    CONTAINERS FROM PHYSICAL DAMAGE.
Other Precautions:DO NOT GET IN EYES, ON SKIN OR ON CLOTHING. WASH
    THOROUGHLY AFTER HANDLING. WATER CONTAMINATION SHOULD BE AVOIDED.
    AVOID BREATHING OIL MIST. DISCARD LUBRICANT-SOAKED SHOES. REMOVE
    LUBRICANT-SOAKED CLO THING AND LAUNDER BEFORE RE-USE.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:IF TLV IS EXCEEDED OR FOR SYMPTOMS OF OVER
    EXPOSURE, WEAR NIOSH-APPROVED ORGANIC VAPOR RESPIRATOR OR
    AIR-PURIFYING RESPIRATOR. IN EMERGENCY, WEAR A NIOSH-APPROVED
    POSITIVE-PRESSURE SELF-CONTAINED BREA THING APPARATUS.
Ventilation:LOCAL/GENERAL TO MAINTAIN PEL/TLV.
Protective Gloves:NEOPRENE, NITRILE, OR NATURAL RUBBER
Eye Protection:SAFETY GOGGLES WITH OPTIONAL FACE SHIELD
Other Protective Equipment:EYE WASH STATION AND SAFETY SHOWER, WORK
    CLOTHING AND APRO
N AS REQUIRED.
Work Hygienic Practices:OBSERVE GOOD PERSONAL HYGIENE PRACTICES AND
    RECOMMENDED PROCEDURES. DO NOT WEAR CONTAMINATED CLOTHING OR
    FOOTWEAR.
Supplemental Safety and Health
FORMULA CHANGED. FOR PREVIOUS FORMULATION, SEE PNI A, SAME NSN.

==================  Physical/Chemical Properties  ==================

HCC:V6
Boiling Pt:>260.C, 500.F
Vapor Pres:1
Spec Gravity:0.87-0.88
Evaporation Rate &amp; Reference:


