
View NSN Online: https://aerobasegroup.com/nsn/8030-00-282-5424

DAMPNEY CO INC. -- APEXIOR NO. 1  -- 8030-00-282-5424
=====================  Product Identification  =====================

Product ID:APEXIOR NO. 1
MSDS Date:05/13/1988
FSC:8030
NIIN:00-282-5424
MSDS Number: BKKDG
=== Responsible Party ===
Company Name:DAMPNEY CO INC.
Address:85 PARIS ST
City:EVERETT
State:MA
ZIP:02149
Country:US
Info Phone Num:617-389-2905
Emergency Phone Num:617-389-2805
CAGE:LO147
=== Contractor Identification 
===
Company Name:DAMPNEY CO
Address:85 PARIS ST
Box:City:EVERETT
State:MA
ZIP:02149-4411
Country:US
Phone:617-389-2805
CAGE:94689
Company Name:DAMPNEY CO INC.
Address:85 PARIS ST
City:EVERETT
State:MA
ZIP:02149
Country:US
Phone:617-389-2905
CAGE:LO147

=============  Composition/Information on Ingredients  =============

Ingred Name:MINERAL SPIRITS (VAPOR PRESSURE 2.6 MM HG)
CAS:64742-47-8
Fraction by Wt: 50%
Other REC Limits:NONE SPECIFIED
OSHA PEL:100 PPM
ACGIH TLV:100 PPM

===================



==  Hazards Identification  =====================

Routes of Entry: Inhalation:YES  Skin:YES  Ingestion:NO
Health Hazards Acute and Chronic:HIGH VAPOR CONCENTRATIONS (>APPROX.
    1000 PPM) ARE IRRITATING TO THE EYES AND THE RESPIRATORY TRACT. MAY
    CAUSE HEADACHES AND DIZZINESS, ARE ANESTHETIC AND HAVE OTHER
    CENTRAL NERVOUS SYSTEM EFFECTS.
Medical Cond Aggravated by Exposure:PREEXISTING EYE, SKIN AND
    RESPIRATORY DISORDERS MAY BE AGGRAVATED BY EXPOSURE TO THIS
    PRODUCT.

===========
============  First Aid Measures  =======================

First Aid:EYES: FLUSH W/RUNNING WATER-15 MIN, EVEN UNDER EYELIDS. GET
    MEDICAL AID. SKIN: REMOVE CONTAM CLOTHING. WASH AFFECTED AREAS
    W/SOAP & WATER. IF IRRIT OCCURS, GET MEDICAL AID. INHALED: IF
    OVERCOME BY VAP OR, REMOVE TO FRESH AIR. IMMED CALL PHYSICIAN. GIVE
    OXYGEN OR CPR AS NEEDED. INGESTION: DO NOT INDUCE VOMIT. IF VOMIT
    OCCURS, KEEP HEAD BELOW HIPS/PREVENT ASPIR OF LIQUID INTO LUNGS.
    GET MEDICAL AID.

=====
================  Fire Fighting Measures  =====================

Flash Point Method:TCC
Flash Point:100F,38C
Lower Limits:0.9
Extinguishing Media:FOAM, ALCOHOL FOAM, CO2, DRY CHEMICAL. WATER FOG
    INEFFECTIVE-USE TO COOL FIRE EXPOSED CONTAINERS/PREVENT EXPLOS
    W/HEAT.
Fire Fighting Procedures:USE FULL PROTECT EQUIP INCLUDING SCBA FOR
    RSPRTRY PROTECT IN FIGHTING FIRES IN ENCLOSED/CONFINED SPACES.
    MINIMIZE BREATHING GASES, VAPORS, FUMES, DECOMP PROD.
Unusual Fire/Explosion Hazard:DURI
NG EMERGENCY CONDITIONS, OVEREXPOSURE
    TO DECOMP PRODUCTS MAY CAUSE A HEALTH HAZARD. SYMPTOMS MAY NOT BE
    IMMEDIATELY APPARENT. OBTAIN MEDICAL ATTENTION.

==================  Accidental Release Measures  ==================

Spill Release Procedures:NOTIFY SAFETY PERSONNEL. REMOVE POTENTIAL
    IGNITION SOURCES. WEAR APPROPRIATE RESPIRATOR & PROTECTIVE
    CLOTHING. SOAK UP W/ABSORBENT. PLACE IN NON-LEAKING
    CONTAINERS/TIGHTLY SEAL. VENT CONFINED SPACES.  MINIMIZE BREATHING
    VAPORS. O



PEN ALL WINDOWS &

======================	Handling and Storage  ======================

Handling and Storage Precautions:CONDITIONS MUST BE SUITABLE FOR OSHA
    CLASS II COMBUSTIBLE LIQUID. STORE IN COOL, WELL-VENT, FIRE
    RESISTANT STORAGE AREA. PROTECT FROM PHYSICAL DAMAGE.
Other Precautions:KEEP FROM HEAT, FLAME & STRONG OXID AGENTS. STORE
    BELOW 100 F. USE ONLY W/ADEQUATE VENT. KEEP CONTAINER CLOSED WHEN
    NOT IN USE. DO NOT TAKE INTERNALLY. BOND/GROUND CONTAINERS. DO NOT
    BREATH 
VAPOR OR M IST. AVOID CONTACT W/EYES, SKIN, CLOTH.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:USE NIOSH APPR'D RSPRTR AS REQUIRED TO PREVENT
    OVEREXPOS. UNCONFINED SPACES-USE A VAPOR/PARTICULATE RESPIRATOR,
    SUCH AS NIOSH/MSHA APPR'D #TC-23C. CONFINED SPACES-USE A CONSTANT
    FLOW AIR-LINE RESPIRAT OR, SUCH AS NIOSH/MSHA APPR'D #TC-19C.
Ventilation:PROVIDE SUFFIC VENT TO KEEP AIR CONTAM CONC BELOW CURRENT
    APPLICABLE OSHA PEL OR ACGIH T
LV. NO SMOKING OR OPEN LIGHTS.
Protective Gloves:USE CHEMICAL RESISTANT GLOVES.
Eye Protection:USE SPLASH GOGGLES OR FACE SHIELD.
Other Protective Equipment:USE CHEMICAL RESISTANT OR OTHER PROTECTIVE
    OUTERWEAR TO PROTECT AGAINST CLOTHING CONTAMINATION AND SKIN
    CONTACT.
Supplemental Safety and Health
CONTACT LENSES POSE A SPECIAL HAZARD; SOFT LENSES MAY ABSORB AND ALL
    LENSES CONCENTRATE IRRITANTS. DOORS. MINIMIZE SKIN CONTACT. KEEP
    PRODUCT OUT OF SEWERS AND WATER COURSES BY DIKING
 AND IMPOUNDING. 
    OBSERVE PRECAUTIONS FOR VOLATILE COMBUSTIBLE VAPORS FROM ABSORBED
    MATERIAL.

==================  Physical/Chemical Properties  ==================

HCC:F4
Boiling Pt:B.P. Text:318 TO 383F
Vapor Density:> AIR
Evaporation Rate &amp; Reference:0.11 X N-BUTYL ACETATE
Appearance and Odor:DARK COLOR LIQUID
Percent Volatiles by Volume:67.8

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
AVOID CONTACT WITH STRONG O



XIDIZING AGENTS, SUCH AS LIQUID CHLORINE,
    CONCENTRATED OXYGEN OR SODIUM HYPOCHLORITE.
Stability Condition to Avoid:AVOID HEAT, OPEN FLAMES.
Hazardous Decomposition Products:CARBON MONOXIDE AND UNIDENTIFIED
    ORGANICS MAY BE FORMED.

====================  Disposal Considerations  ====================

Waste Disposal Methods:ASSURE CONFORMITY WITH APPLICABLE FEDERAL, STATE
    AND LOCAL REGULATIONS.

 Disclaimer (provided with this information by the compiling agencies):
 This information is
 formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


