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LA-CO INDUSTRIES INC -- LA-CO PIPETITE PASTE  -- 8030-00-902-5514
=====================  Product Identification  =====================

Product ID:LA-CO PIPETITE PASTE
MSDS Date:05/01/1972
FSC:8030
NIIN:00-902-5514
MSDS Number: BLJXR
=== Responsible Party ===
Company Name:LA-CO INDUSTRIES INC
Address:250 N WASHTENAW AVE
City:CHICAGO
State:IL
ZIP:60612-2014
Country:US
Info Phone Num:312-826-1700
Emergency Phone Num:312-826-1700
CAGE
:08854
=== Contractor Identification ===
Company Name:LA-CO INDUSTRIES, INC./MARKAL CO.
Address:1201 PRATT BLVD.
Box:City:ELK GROVE VILLAGE
State:IL
ZIP:60007-5746
Country:US
Phone:847-956-7600
CAGE:08854

=============  Composition/Information on Ingredients  =============

Ingred Name:DI PROPYLENE GLYCOL MONO METHYL ETHER (SOLVENTS)
CAS:34590-94-8
RTECS #:JM1575000
Fraction by Wt: 38%
Other REC Limits:NONE SPECIFIED
ACGIH TLV:100

=====================  Hazards Identification  ================



=====

Health Hazards Acute and Chronic:INGESTION: LOW TOXICITY. EYE CONTACT:
    MINIMAL IRRITATION. SKIN ABSORPTION: LOW TOXICITY.

=======================  First Aid Measures  =======================

First Aid:FLUSH EYES FOR 5 MINUTES. WASH OFF SKIN WITH SOAP AND WATER.
    IF LARGE AMOUNT INGESTED, INDUCE VOMITING.

=====================  Fire Fighting Measures  =====================

Flash Point Method:TCC
Flash Point:175F,79C
Extinguishing Media:ALCOHOL FOAM, CARBON DIOXIDE, DRY CHEMICAL
Fire Fighting Procedures:NONE
Unusual Fire/Explosion Hazard:NONE

==================  Accidental Release Measures  ==================

Spill Release Procedures:SWEEP UP AND PLACE IN METAL CONTAINER.

======================	Handling and Storage  ======================

Handling and Storage Precautions:AVOID SPARKS OR OPEN FLAMES.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NONE
Ventilation:LOCAL EXHAUST
Protective Gloves:NONE
Eye Protection:NONE
Su
pplemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:V4
Boiling Pt:B.P. Text:363F,184C
Vapor Pres:.55 MM HG
Vapor Density:5.14
Spec Gravity:1.2
Evaporation Rate &amp; Reference:1.9 (BU AC=1)
Solubility in Water:SOLUBLE
Appearance and Odor:SOFT PASTE
Percent Volatiles by Volume:38

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
OXIDIZING
Hazardous Decomposition Products:CARBON MONOX



IDE IF BURNED

====================  Disposal Considerations  ====================

Waste Disposal Methods:IN ACCORDANCE WITH FEDERAL, STATE & LOCAL
    REGULATIONS.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utili
zing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


