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CONOCO INC -- DIESEL FUEL NO. 2  -- 9140-00-286-5296
=====================  Product Identification  =====================

Product ID:DIESEL FUEL NO. 2
MSDS Date:08/14/1991
FSC:9140
NIIN:00-286-5296
MSDS Number: BMZTT
=== Responsible Party ===
Company Name:CONOCO INC
Address:600 N DAIRY ASHFORD RD RM 3012
Box:4784
City:HOUSTON
State:TX
ZIP:77210-4784
Country:US
Info Phone Num:713-293-5550
Emergency Phone Num:713-293-5550/800-424-93
00
CAGE:15445
=== Contractor Identification ===
Company Name:CONOCO INC
Address:600 N DAIRY ASHFORD RD RM 3012
Box:4784
City:HOUSTON
State:TX
ZIP:77210-4784
Country:US
Phone:800-441-3637/800-424-9300(CHEMTREC)
CAGE:15445

=============  Composition/Information on Ingredients  =============

Ingred Name:PETROLEUM MID-DISTILLATE (DIESEL MARINE FUEL)
CAS:68476-34-6
Fraction by Wt: 100% %
Other REC Limits:NONE SPECIFIED
OSHA PEL:5 MG/M3 AS OIL MIST
ACGIH TLV:5 MG/M3 AS OIL MIST

====================



=  Fire Fighting Measures  =====================

Flash Point Method:TCC
Flash Point:130F,54C
Lower Limits:0.4 %
Upper Limits:6 %
Extinguishing Media:WATER SPRAY, FOAM, DRY CHEMICAL CAARBON DIOXIDE
Fire Fighting Procedures:USE WATER TO KEEP FIRE-EXPOSED CONTAINERS
    COOL. IF LEAK OR SPILL HAS NOT IGNITIED, USE WATER SPRAY TO
    DISPERSE THE VAPORS AND TO PROVIDE PROTECTION.
Unusual Fire/Explosion Hazard:PRODUCTS OF COMBUSTION MAY CONTAIN CARBON
    MONOXIDE, CARBON DIOXIDE AND OTHER TOXIC MAT
ERILS. DO NOT ENTER
    ENCLOSED OR CONFINED SPACE WITHOUT PROPER PPE.

=============  Exposure Controls/Personal Protection  =============

Supplemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:F4
Boiling Pt:B.P. Text:350 - 680F
Melt/Freeze Pt:M.P/F.P Text:NOT GIVEN
Decomp Temp:Decomp Text:NOT GIVEN
Vapor Pres:1 MMHG
Vapor Density:> 1
Spec Gravity:0.85 - 0.93
Evaporation Rate &amp; Reference:NIL
Solubility in Water:INSOLUBLE
Appearance and Odo
r:CLEAR OR LIGHT YELLOW LIQUID, AROMATIC ODOR
Percent Volatiles by Volume:NIL

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
INCOMATIBLE WITH OXIDIZING MATERIALS.
Stability Condition to Avoid:AVOID HEAT AND FLAME

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly



 or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


