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KOCH REFINING CO INC -- DIESEL OIL #2, #2 FUEL OIL  -- 9140-00-247-4365
=====================  Product Identification  =====================

Product ID:DIESEL OIL #2, #2 FUEL OIL
MSDS Date:12/08/1985
FSC:9140
NIIN:00-247-4365
MSDS Number: BPPKV
=== Responsible Party ===
Company Name:KOCH REFINING CO INC
Address:778 OTTO DR
City:ST PAUL
State:MN
ZIP:55102-4196
Country:US
Info Phone Num:612-437--700
Emergency Phone Num:612-437--700
Preparer's Name:W.K. DODSON
CAGE:6Y647
=== Contractor Identification ===
Company Name:KOCH REFINING CO INC
Address:SUNTIDE RD
Box:2608
City:CORPUS CHRISTI
State:TX
ZIP:78403
Country:US
Phone:512-241-4811
CAGE:3V260
Company Name:KOCH REFINING CO INC
Address:778 OTTO DR
Box:City:ST PAUL
State:MN
ZIP:55102-4196
Country:US
Phone:612-437--700
CAGE:6Y647

=============  Composition/Information on Ingredients  =============

Ingred Name:ALIPHATIC PETROLEUM DISTILLATES
CAS:68476-30-2
Fraction by Wt: 100



%
Other REC Limits:NONE RECOMMENDED

=====================  Hazards Identification  =====================

Routes of Entry: Inhalation:YES  Skin:YES  Ingestion:NO
Reports of Carcinogenicity:NTP:NO    IARC:NO	OSHA:NO
Health Hazards Acute and Chronic:MAY CAUSE SKIN AND EYE IRRITATION ON
    CONTACT. MAY CAUSE CENTRAL NERVOUS SYTEM EFFECTS IF VAPORS INHALED.
Explanation of Carcinogenicity:NONE
Effects of Overexposure:INHALATION: HEADACHE, DIZZINESS, DROWSINESS.
    EYES: BURNING SENSATION, REDNESS.
 SKIN: RASH, ITCHING.
Medical Cond Aggravated by Exposure:PRE-EXISTING SKIN DISORDERS MAY BE
    AGGAVATED BY EXPOSURE.

=======================  First Aid Measures  =======================

First Aid:INHALATION: REMOVE TO FRESH AIR. IF NOT BREATHING, GIVE
    ARTIFICIAL RESPIRATION. GET MEDICAL ATTENTION. EYES: FLUSH WITH
    PLENTY OF WATER FOR 15 MINUTES. SEE DOCTOR. SKIN: REMOVE
    CONTAMINATED CLOTHES. W ASH WITH SOAP AND WATER. INGESTION: DO NOT
    INDUCE VOMITING! GET IMMEDIATE MEDICAL 
ATTENTION. SEE DOCTOR IF ANY
    SYMPTOMS PERSIST.

=====================  Fire Fighting Measures  =====================

Flash Point Method:PMCC
Flash Point:125F,52C
Autoignition Temp:Autoignition Temp Text:300F,>149C
Vapor Pres:0.0
Vapor Density:


