
View NSN Online: https://aerobasegroup.com/nsn/8010-00-926-4727

CREST INDUSTRIAL CHEMICALS INC -- CREST PAINT STRIPPER 30  -- 8010-00-926-4727
=====================  Product Identification  =====================

Product ID:CREST PAINT STRIPPER 30
MSDS Date:11/22/1991
FSC:8010
NIIN:00-926-4727
MSDS Number: BPRLP
=== Responsible Party ===
Company Name:CREST INDUSTRIAL CHEMICALS INC
Address:6341 BEVERLY HILL
City:HOUSTON
State:TX
ZIP:77057
Country:US
Info Phone Num:713-780-1828
Emergency Phone Nu
m:800-255-3924
Preparer's Name:J D BENNETT
CAGE:77513
=== Contractor Identification ===
Company Name:CREST INDUSTRIAL CHEMICALS INC
Address:6341 BEVERLY HILL
Box:42242
City:HOUSTON
State:TX
ZIP:77057-6500
Country:US
Phone:713-780-1828
CAGE:77513

=============  Composition/Information on Ingredients  =============

Ingred Name:NO INGREDIENT FOR THIS FORMULATION_INGREDIENT

=====================  Fire Fighting Measures  =====================

Flash Point Method:TCC
Flash Point:NONE TO BOILING
Ext



inguishing Media:CARBON DIOXIDE, CHEMICAL FOAM, OR WATER MIST
Fire Fighting Procedures:DONT ENTER CONFINED SPACE W/O FULL BUNKER GEAR
    (HELMET W/FACE SHLD, COAT, GLOVE, RUBBER BOOT), POSITIVE PRESSURE
    SCBA. COOL FIRE EXPOSED CNTNR W/WATER.
Unusual Fire/Explosion Hazard:TOXIC OXIDES OF CARBON & CHLORINE
    PRODUCED. COOL CONTAINERS EXPOSED TO HEAT W/WATER TO PREVENT
    PRESSURE BLDUP. COOL CNTNRS AREA EXPOSED TO FLAME W/LRG AMT WTR.

=============  Exposure Controls/Personal Protection  
=============

Supplemental Safety and Health

==================  Physical/Chemical Properties  ==================

Boiling Pt:B.P. Text:115F,46C
Vapor Pres:350
Vapor Density:> 1
Spec Gravity:1.11 (WATER=1)
pH:10.0
Evaporation Rate &amp; Reference:GREATER THAN 1 (BU AC=1)
Solubility in Water:SLIGHTLY SOLUBLE
Appearance and Odor:VISCOUS TAN LIQUID WITH A SOLVENT ODOR
Percent Volatiles by Volume:97

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials
 to Avoid:YES
AVOID STRONG OXIDIZERS.
Stability Condition to Avoid:AVOID STRONG OXIDIZERS.

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and

 assume responsibility for the suitability of this information to their
 particular situation.


