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PHIPPS PRODUCTS CORP. -- SILICONE BRAKE FLUID  -- 9150-01-102-9455
=====================  Product Identification  =====================

Product ID:SILICONE BRAKE FLUID
MSDS Date:05/13/1993
FSC:9150
NIIN:01-102-9455
MSDS Number: BQQHJ
=== Responsible Party ===
Company Name:PHIPPS PRODUCTS CORP.
Address:186 LINCOLN STREET SUITE 502
City:BOSTON
State:MA
ZIP:02111-2403
Country:US
Info Phone Num:COMPANY OUT OF BUSINESS
Emergency Phone 
Num:COMPANY OUT OF BUSINESS
Preparer's Name:DGSC-SSH
CAGE:86511
=== Contractor Identification ===
Company Name:PHIPPS PRODUCTS CORP
Address:186 LINCOLN ST SUITE 502
Box:City:BOSTON
State:MA
ZIP:02111-2403
Country:US
Phone:OUT OF BUSINESS
CAGE:86511

=============  Composition/Information on Ingredients  =============

Ingred Name:POLYDIMEHTYLSILOXANE (PER SPC MIL-B-46176)
CAS:63148-62-9
Fraction by Wt: >70%
Other REC Limits:NONE SPECIFIED

Ingred Name:ADDITIVES (PER SPEC MIL-B-46176)
Fraction by



 Wt: 399F,>204C
Extinguishing Media:USE WATER FOG, CARBON DIOXIDE, FOAM, OR DRY
    CHEMICAL.
Fire Fighting Procedures:WEAR FIRE FIGHTING PROTECTIVE EQUIPMENT AND A
    FULL FACED SELF CONTAINED BREATHING APPARATUS. COOL FIRE EXPOSED
    CONTAINERS WITH WATER SPRAY.
Unusual Fire/Explosion Hazard:COMBUSTION OR HEAT OF FIRE MAY PRODUCE
    HAZARDOUS DECOMPOSITION PRODUCTS AND VAPORS.

==================  Accidental Release Measures  ==================

Spill Release Procedures:CONTAIN SPILL. PROTE
CT FROM IGNITION. ABSORB
    WITH SAND OR INERT MATERIAL. SWEEP OR SCOOP UP AND TRANSFER TO
    DISPOSAL DRUM.
Neutralizing Agent:NONE

======================	Handling and Storage  ======================

Handling and Storage Precautions:DO NOT GET IN EYES, OR ON CLOTHING.
    KEEP AWAY FROM SPARKS AND OPEN FLAMES.
Other Precautions:NONE.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NONE NORMALLY REQUIRED.
Ventilation:USE WITH ADEQUATE VENTILATION.

Protective Gloves:NEOPRENE, BUTYL RUBBER, POLYETHYLENE.
Eye Protection:SAFETY GLASSES.
Other Protective Equipment:NONE.
Work Hygienic Practices:WASH THOROUGHLY AFTER HANDLING.
Supplemental Safety and Health
VISCOSITY AND FLASH POINT FROM SPECIFICATION MIL-B-46176. COMPANY OUT
    OF BUSINESS. MSDS GENERATED BY DGSC-SSH.

==================  Physical/Chemical Properties  ==================

HCC:V6
Vapor Pres:1
Spec Gravity:APPROX. 1
Viscosity:>1.3CS @ 212F
Evaporation Rate &amp; Reference:


