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LHB INDUSTRIES                 -- SO-SURE CORROSION PREVENTIVE COMPOUND        
=======================================================
MSDS Safety Information 
=======================================================
FSC: 8030
NIIN: 00-546-8637
MSDS Date: 08/31/1994
MSDS Num: BXGYL
Product ID: SO-SURE CORROSION PREVENTIVE COMPOUND
MFN: 04
Responsible Party
Cage: 0FTT5
Name: LHB INDUSTRIES
Address: 8833 FLEISCHER PLACE
City: ST. LOU
IS MO 63134
Info Phone Number: 314-522-3141
Emergency Phone Number: 800-424-9300 CHEMTREC/ 314-522-3141
Preparer's Name: GREGORY M MCGOWAN
Review Ind: Y
Published: Y
=======================================================
Preparer Co. when other than Responsible Party Co. 
=======================================================
Cage: 0FTT5
Name: LHB INDUSTRIES
Address: 8833 FLEISCHER PLACE
City: ST. LOUIS MO 63134
=======================================================
Contractor Summary 
======
=================================================
Cage: 0FTT5
Name: LHB INDUSTRIES
Address: 8833 FLEISCHER PLACE
City: ST. LOUIS MO 63134
Phone: 314-522-3141
=======================================================
Item Description Information 
=======================================================
Item Manager: GSA
Item Name: CORROSION PREVENTIVE COMPOUND
Specification Number: MIL-C-81309E
Type/Grade/Class: TYPE 3; CLASS 2
Unit of Issue: CN
Quantitative Expression: 00000000016OZ
UI Container Qt



y: 0
=======================================================
Ingredients 
=======================================================
Cas: 64742-88-7
RTECS #: SE7540000
Name: ALIPHATIC MINERAL SPIRITS 140 F
% Wt: 53.52
Other REC Limits: NONE RECOMMENDED
OSHA PEL: 100 PPM
ACGIH TLV: 100 PPM
------------------------------
Cas: 95-63-6
RTECS #: DC3325000
Name: 1,2,4-TRIMETHYLBENZENE (SARA 313)
% Wt: 2.82
Other REC Limits: NONE RECOMMENDED
OSHA PEL: 25 PPM
ACGIH TLV: 25 PPM
-----------------------------
-
Cas: 25619-56-1
Name: BARIUM COMPOUNDS (SARA III) (CONTAINING 0.56% BARIUM AS BARIUM COMPOUNDS)
% Wt: 11.27
Other REC Limits: NONE RECOMMENDED
OSHA PEL: NOT ESTABLISHED
ACGIH TLV: NOT ESTABLISHED
------------------------------
Cas: 811-97-2
Name: 1,1,1,2-TETRAFLUOROETHANE
% Wt: 29.57
Other REC Limits: NONE RECOMMENDED
OSHA PEL: NOT ESTABLISHED
ACGIH TLV: NOT ESTABLISHED
------------------------------
RTECS #: 9999999VO
Name: VOC: 57%
Other REC Limits: NONE RECOMMENDED
=========================
==============================
Health Hazards Data 
=======================================================
=======================================================
Handling and Disposal
=======================================================
=======================================================
Fire and Explosion Hazard Information 
=======================================================
Extinguishing Media: CARBON DIOXIDE, DRY CHEMICAL, FOAM, SAND, WATER SPRAY.
  AVOID SPREADING ANY BURNING L



IQUID WITH WATER SPRAY.
Fire Fighting Procedures: WATER MAY BE INEFFECTIVE, USE TO COOL FIRE EXPOSED
  CONTAINERS. WEAR SCBA. USE SHIELDING TO PROTECT PERSONNEL FROM BURSTING,
  RUPTURING, OR VENTING OF CONTAINERS.
Unusual Fire/Explosion Hazard: DO NOT SPRAY NEAR OPEN FLAME. AT ELEVATED
  TEMPERATURES (&gt;120F) CONTAINER MAY VENT, RUPTURE OR BURST. AEROSOL
  CONTAINER: DO NOT EXPOSE TO TEMPERATURE ABOVE 120F.
=======================================================
Control Measures 
============
===========================================
=======================================================
Physical/Chemical Properties 
=======================================================
HCC: V3
Vapor Pres: 70 PSIG
Vapor Density: 3.52
Spec Gravity: 0.798 (WATER=1)
Solubility in Water: INSOLUBLE
Appearance and Odor: BROWN FLUID WITH THE ODOR OF MINERAL SPIRITS
Percent Volatiles by Volume: 57
=======================================================
Reactivity Data 
==================================
=====================
Stability Indicator: YES
Stability Condition To Avoid: TEMPERATURES ABOVE FLASH POINT AND OPEN FLAMES
Materials To Avoid: STRONG OXIDIZING AGENTS
=======================================================
Toxicological Information 
=======================================================
=======================================================
Ecological Information 
=======================================================
=======================================================
M
SDS Transport Information 
=======================================================
=======================================================
Regulatory Information 
=======================================================
=======================================================
Other Information 
=======================================================
=======================================================
Transportation Information 
=======================================================
Responsibl



e Party Cage: 0FTT5
Trans ID NO: 76259
Product ID: SO-SURE CORROSION PREVENTIVE COMPOUND
MSDS Prepared Date: 08/31/1994
Review Date: 04/14/1995
MFN: 4
Multiple KIT Number: 0
Review IND: Y
Unit Of Issue: CN
Container QTY: 0
=======================================================
Detail DOT Information 
=======================================================
DOT PSN Code: DTJ
Symbols: D
DOT Proper Shipping Name: CONSUMER COMMODITY
Hazard Class: ORM-D
Label: NONE
Non Bulk Pack: 156,306
Bulk Pack: N
ONE
Max Qty Pass: 30KGGROSS
Max Qty Cargo: 30KGGROSS
Vessel Stow Req: A
=======================================================
Detail IMO Information 
=======================================================
IMO PSN Code: AKH
IMO Proper Shipping Name: AEROSOLS/AEROSOL PRODUCT ?
IMDG Page Number: SEE 9022
UN Number: 1950
UN Hazard Class: 9?
IMO Packaging Group: -
Subsidiary Risk Label: -
EMS Number: 2-13
=======================================================
Detail IATA Information 
============
===========================================
IATA PSN Code: ALS
IATA UN ID Num: 1950
IATA Proper Shipping Name: AEROSOLS, FLAMMABLE
IATA PSN Modifier: (EACH NOT EXCEEDING 1 L CAPACITY)
IATA UN Class: 2.1
IATA Label: FLAMMABLE GAS
Packing Note Passenger: 203
Max Quant Pass: 75KG
Max Quant Cargo: 150KG
Packaging Note Cargo: 203
=======================================================
Detail AFI Information 
=======================================================
AFI PSN Code: ALR
AFI Symbols: *
AFI 



Proper Shipping Name: AEROSOLS, FLAMMABLE, N.O.S.
AFI PSN Modifier: (EACH NOT EXCEEDING 1L CAPACITY)
AFI Hazard Class: 2.1
AFI UN ID NUM: UN1950
Special Provisions: P4
Back Pack Reference: A6.3
=======================================================
HAZCOM Label 
=======================================================
Product ID: SO-SURE CORROSION PREVENTIVE COMPOUND
Cage: 0FTT5
Company Name: LHB INDUSTRIES
Street: 8833 FLEISCHER PLACE
City: ST. LOUIS MO
Zipcode: 63134
Health Emergency Phone: 80
0-424-9300 CHEMTREC/ 314-522-3141
Label Required IND: Y
Date Of Label Review: 12/16/1998
Status Code: C
Label Date: 12/16/1998
Origination Code: G
=======================================================
Disclaimer (provided with this information by the compiling agencies): This
  information is formulated for use by elements of the Department of Defense.
  The United States of America in no manner whatsoever expressly or implied
  warrants, states, or intends said information to have any applica
tion, use or
  viability by or to any person or persons outside the Department of Defense
  nor any person or persons contracting with any instrumentality of the United
  States of America and disclaims all liability for such use. Any person
  utilizing this instruction who is not a military or civilian employee of the
  United States of America should seek competent professional advice to verify
  and assume responsibility for the suitability of this information to their
  particular situation 
regardless of similarity to a corresponding Department
  of Defense or other government situation.


