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LOCTITE CORPORATION            -- 60089, 5 OZ V724 ELECT INSUL SILI CPD        
=======================================================
MSDS Safety Information 
=======================================================
FSC: 6850
NIIN: 00-295-7685
MSDS Date: 11/16/1993
MSDS Num: CKRRZ
Product ID: 60089, 5 OZ V724 ELECT INSUL SILI CPD
MFN: 01
Responsible Party
Cage: TO876
Name: LOCTITE CORPORATION
Address: 705 NORTH MOUNTAIN ROAD
City:
 NEWINGTON CT 06111
Info Phone Number: 203-278-1280
Emergency Phone Number: 203-278-1280
Preparer's Name: STEPHEN REPETTO
Review Ind: Y
Published: Y
=======================================================
Contractor Summary 
=======================================================
Cage: TO876
Name: LOCTITE CORPORATION
Address: 705 NORTH MOUNTAIN ROAD
City: NEWINGTON CT 06111
Phone: 203-278-1280
=======================================================
Item Description Information 
=================
======================================
Item Manager: S9G
Item Name: SILICONE COMPOUND
Specification Number: MIL-C-8660
Unit of Issue: CN
Quantitative Expression: 00000000010LB
UI Container Qty: 1
Type of Container: CAN
=======================================================
Ingredients 
=======================================================
Cas: 63148-62-9
RTECS #: JT6484500
Name: DIMETHYL POLYSILOXANE
% low Wt: 90.
% high Wt: 95.
------------------------------
Cas: 112945-52-5
RTECS #: VV73100



00
Name: SILICA, AMORPHOUS TREATED
% low Wt: 5.
% high Wt: 10.
=======================================================
Health Hazards Data 
=======================================================
Carcinogenicity Inds - NTP: NO
IARC: NO
OSHA: NO
Effects of Exposure: PRIMARY ROUTE: EYES.  TEMPORARY EYE IRRITATION
Signs And Symptions Of Overexposure: TEMPORARY EYE IRRITATION
Medical Cond Aggravated By Exposure: NONE KNOWN.
First Aid: INGESTION: DO NOT INDUCE VOMITING. KEEP INDIVIDUAL CALM. OBTAIN
 
 MEDICAL ATTENTION. INHALATION: DOES NOT APPLY. SKIN: WASH WITH SOAP &amp;
  WATER. EYE: FLUSH EYES WITH WATER FOR AT LEAST 15 MINUTES. IRRITAT ION IS
  TRANSIENT. IF IT PERSISTS, OBTAIN MEDICAL ATTENTION.
=======================================================
Handling and Disposal
=======================================================
Spill Release Procedures: SCRAPE UP BULK-REMOVE FILM WITH INERT ABSORBENT
  &amp;/OR HYDROPHOBIC SOLVENT. IF SOLVENT IS USED, OBSERVE ALL HANDLING
  PROCEDURES 
FOR SOLVENT.
Waste Disposal Methods: INCINERATE FOLLOWING EPA AND LOCAL REGULATIONS
Handling And Storage Precautions: STORAGE: FOR BEST PERFORMANCE STORE BELOW 90
  DEG F, IN A CLOSED CONTAINER. HANDLING: AVOID PROLONGED SKIN CONTACT. KEEEP
  AWAY FROM EYES. BE NEAT-CAN CAUSE SLOPPERY CONDITIONS.
=======================================================
Fire and Explosion Hazard Information 
=======================================================
Flash Point Method: COC
Flash Point: &gt;260.C, 500
.F
Extinguishing Media: CARBON DIOXIDE, WATER, &amp; DRY POWDER.
Unusual Fire/Explosion Hazard: NONE KNOWN.
=======================================================
Control Measures 
=======================================================
Ventilation: LOCAL VENTILATION MAY BE DESIRED FOR PROLONGED USE IN A CONFINED
  AREA.
Protective Gloves: RUBBER OR PLASTIC GLOVES.
Eye Protection: SAFETY GLASSES OR GOGGLES.
=======================================================
Physical/Chemical Properties 
==



=====================================================
HCC: V5
B.P. Text: NOT AVAILABLE
Vapor Pres: NOT AVAILABLE
Spec Gravity: 1.03
PH: NOT ESTABLISHED
Evaporation Rate &amp; Reference: NOT AVAILABLE
Solubility in Water: > 1%
Appearance and Odor: TRANSLUCENT-LIGHT WHITE PASTE. LITTLE OR NO ODOR.
=======================================================
Reactivity Data 
=======================================================
Stability Indicator: YES
Stability Condition To Avoid: TEMPERATURE OVER 55
0F.
Materials To Avoid: STRONG ACIDS & ALKALIS, STRONG OXIDIZING AGENTS SUCH AS
  PEROXIDES & AMMONIUM NITRATE.
Hazardous Decomposition Products: BY FIRE OR THERMAL DECOMP: OXIDES OF SILICON,
  CARBON & DUST.
Hazardous Polymerization Indicator: NO
Conditions To Avoid Polymerization: WILL NOT OCCUR.
=======================================================
Toxicological Information 
=======================================================
=======================================================
Ecolo
gical Information 
=======================================================
=======================================================
MSDS Transport Information 
=======================================================
Transport Information: DOT, 49 CFR 172: UNRESTRICTED. IATA: UNRESTRICTED.
=======================================================
Regulatory Information 
=======================================================
=======================================================
Other Information 
=======================================================
=======================================================
Transportation Information 
=======================================================
Responsible Party Cage: TO876
Trans ID NO: 154270
Product ID: 60089, 5 OZ V724 ELECT INSUL SILI CPD
MSDS Prepared Date: 11/16/1993
Review Date: 07/31/2000
MFN: 1
Net Unit Weight: 10 LBS
Multiple KIT Number: 0
Unit Of Issue: CN
Container QTY: 1
Type Of Container: CAN
=====================================



==================
Detail DOT Information 
=======================================================
DOT PSN Code: ZZZ
DOT Proper Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION
=======================================================
Detail IMO Information 
=======================================================
IMO PSN Code: ZZZ
IMO Proper Shipping Name: NOT REGULATED FOR THIS MODE OF TRANSPORTATION
=======================================================
Detail IATA Information 
=====
==================================================
IATA PSN Code: ZZZ
IATA Proper Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION
=======================================================
Detail AFI Information 
=======================================================
AFI PSN Code: ZZZ
AFI Proper Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION
=======================================================
HAZCOM Label 
=======================================================
Product
 ID: 60089, 5 OZ V724 ELECT INSUL SILI CPD
Cage: TO876
Assigned IND: Y
Company Name: LOCTITE CORPORATION
Street: 705 NORTH MOUNTAIN ROAD
City: NEWINGTON CT
Zipcode: 06111
Health Emergency Phone: 203-278-1280
Label Required IND: Y
Date Of Label Review: 07/31/2000
Status Code: A
Origination Code: F
Eye Protection IND: YES
Skin Protection IND: YES
Signal Word: CAUTION
Health Hazard: None
Contact Hazard: Slight
Fire Hazard: Slight
Reactivity Hazard: None
=============================================



==========
Disclaimer (provided with this information by the compiling agencies): This
  information is formulated for use by elements of the Department of Defense.
  The United States of America in no manner whatsoever expressly or implied
  warrants, states, or intends said information to have any application, use or
  viability by or to any person or persons outside the Department of Defense
  nor any person or persons contracting with any instrumentality of the United
  States of America and
 disclaims all liability for such use. Any person
  utilizing this instruction who is not a military or civilian employee of the
  United States of America should seek competent professional advice to verify
  and assume responsibility for the suitability of this information to their
  particular situation regardless of similarity to a corresponding Department
  of Defense or other government situation.


