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Hole Diameter:

Between 1.188 inches and 1.406 inches 

Width:

Between 0.031 inches and 0.047 inches 

Overall Length:

Between 0.094 inches and 0.109 inches 

Hole Or Slot Quantity:

2

Recess Diameter:

Between 1.391 inches and 1.406 inches 

Recess Depth:

Between 0.057 inches and 0.082 inches 

Thread Size:

1.531 in.-32ns-2a

Depth:

Between 0.047 inches and 0.062 inches 

Drive Type:

Slotted

Drive Facility Angular Spacing In Deg:

180.0

Guide Design:

Thread chamfer

Guide Location:

Both edges

Internal Annular Serration:

Not provided

Setscrew Notch:

Not provided

Material:

Aluminum alloy,  qq-a-225/6,  alloy 2024,  t4 or aluminum alloy,  qq-a-225/6,  alloy 2024,  t6

Material:

Aluminum alloy 2024 or aluminum alloy 2024

Style Designator:

Recessed

Surface Treatment:

Anodized,  mil-a-8625,  type 2,  class 2

Fsc Application Data:

Periscope, tank m36

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

T271-k
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