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Hole Diameter:

Between 0.264 inches and 0.271 inches 

Overall Length:

4.000 inches 

Bolt Circle Diameter:

Between 2.120 inches and 2.130 inches 

Overall Height:

2.812 inches 

Inlet Thread Class:

3b

Inlet Thread Direction:

Right-hand

Overall Diameter:

2.315 inches 

Usage Design:

One sediment bowl

Inlet Thread Series Designator:

Unc

Outlet Thread Series Designator:

Unc

Outlet Thread Direction:

Right-hand

Outlet Thready Qty Per Inch (tpi):

12

Inlet Port Type:

Threaded female,  plain

Outlet Port Type:

Threaded female,  plain

Outlet Thread Class:

3b

Valve:

Not included

Bowl Mounting Hole Diameter:

Between 2.520 inches and 2.523 inches 

Bowl Mounting Method:

Thread

Mounting Bolt Hole:

Provided

Filter Element:

Not included

Inlet Thread Size:

1.062 inches
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Inlet Thready Qty Per Inch (tpi):

12

Outlet Thread Size:

1.062 inches

Material:

Aluminum alloy

Material:

Aluminum alloy

Quantity:

2

Fsc Application Data:

Aircraft hydraulic filter

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T384-e

https://aerobasegroup.com

