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Overall Length:

10.250 feet 

Overall Height:

3.000 feet 

Overall Width:

5.417 feet 

Engine Model Number:

Ihc292

Engine Manufacturer Name:

International harvester co

Transmission Type:

Combination power shift w/torque converter

Engine Type:

Diesel

Front Wheel Drive Feature:

Not included

Hinged Frame Steering System:

Not included

Cubic Measure:

17.9167 cubic feet

Front Wheel Quantity:

2

Front Wheel Arrangement Characteristic:

Single

Front Tire Type:

Pneumatic

Front Wheel Steerable Feature:

Included

Rear Wheel Quantity:

2

Rear Wheel Arrangement Characteristic:

Dual

Rear Tire Type:

Pneumatic

Rear Wheel Drive Feature:

Included

Rear Wheel Steerable Feature:

Not included

Center To Center Tread Width Between Front Wheels:

6.000 inches 

Center To Center Tread Width Between Rear Wheels:

8.000 inches 
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Hard Surface Operation Limitation:

Limited

Minimum Underclearance:

5.000 inches

Integrally Mounted Winch:

Not included

Tow Bar/wheel Chock Stowage Provision:

Not included

Operator Cab All Weather Operation Design Feature:

Included

Auxiliary Power Servicing Equipment:

Not included

Drawbar Pull:

8500.0 pounds 

Special Features:

Wieght 12.000 lbs,  height average operator 51 in., wheel base 67 in., turning radius, max 124 in., min. 60 in., angle of approach 17 degrees;

 angle of departure 20 degrees w/turbine 8 deg;  front tires single tube type 6: 00 x 9 8 ply;  rear tires dual tubeless 8: 00 x 17.58 ply;  type

coupler front and rear automatic;  forward, low 1-6.4 mph;  intermediate- 10.6 mph;  high 3-15 mph;  reverse 7.7 mph

Specification Or Standard:

Md-3 type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T277-v
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