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Body Material:

Steel

Mounting Provision:

Threaded mounting holes

Overall Height:

2.000 inches 

Overall Width:

3.000 inches 

Bore Diameter:

1.250 inches 

Body Outside Diameter:

1.625 inches 

End Application:

A/m32c-17 trailer mounted air conditioner, ground support equipment for the f/a-18 hornet aircraft

Seat Angle In Deg:

45.0 single port

Mounting Facility Thread Class:

2b

Mounting Facility Thread Direction:

Right-hand

Bore Type:

Straight

Mounting Provision Arrangement Style:

Two hole

Mounting Position:

Right

Mounting Facility Thread Series Designator:

Unc

Mounting Facility Thread Diameter:

0.312 inches 

Mounting Facility Thready Qty Per Inch (tpi):

18

Design Characteristics:

Single acting single cylinder

Mounting Facility Thread Length:

0.500 inches 

Center To Center Distance Between Mounting Provisions:

1.625 inches 

Port Location And Quantity:

1 center section

Port Style:

Inverted flare single port
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Port Thread Series Designator:

Npt single port

Port Thread Diameter:

0.438 inches  single port

Port Thready Qty Per Inch (tpi):

24 single port

Port Thread Class:

2b single port

Bleeding Feature Quantity:

1

Criticality Code Justification:

Feat

Special Features:

Weapon system essential

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A34200
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