Vehicular Components Bracket - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/2590-01-588-8689

## Overall Length:

Between 11.950 inches and 12.000 inches

## Overall Height:

2.318 inches

Overall Width:
2.104 inches

## Mounting Hole Diameter:

Between 0.340 inches and 0.370 inches

## Mounting Hole Quantity:

3
Mounting Hole Type:
Plain

## End Application:

Nsn 2350-01-529-2246 mine resistant vehicle cage 1efh8 p/n jerrv6x6

## Product Name:

Bracket, window, long

## Special Features:

Material is 0.104 thick; item is straight for 1.00 inch then bent at a 90 degree angle, straight for 2.11 inches then bent in the opposite direction at a 90 degree angle. Mounting holes are all along the same edge centerally located 4.00 inches apart.

## Material:

Steel

## Material Specification:

Astm a36 assn standard single material response or astm a572 assn standard single material response or astm a1011 cs assn standard single material response

## Surface Treatment:

Paint

## Surface Treatment Specification:

Mil-std-171 color tan 686a military standard single treatment response or fed-std-595 chip no 33446 federal standard single treatment response
Shelf Life:
N/a
Unit Of Measure:

## Demilitarization:

No
Fiig:
A042a0
Mil-std (military Standard):
Mil-std-171 spec.

