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Overall Length:

7.00 inches 

Overall Height:

4.31 inches 

Overall Width:

7.00 inches 

Mounting Hole Diameter:

0.435 inches  all holes

Mounting Hole Quantity:

2

Mounting Hole Type:

Plain  and through hole all holes

Overall Thickness:

0.190 inches 

End Application:

2320-01-544-9638; truck, utility

Product Name:

Bracket, mounting

Vehicle Design Control Activity:

19207

Vehicle Identification Designator:

M1167 hmmwv

Color Chip Number:

34094

Color:

Green,  383

Material:

Aluminum alloy 6061,  type 6

Material Specification:

Astm b209 assn standard single material response

Surface Treatment:

Primer epoxy-lead and chromium free and primer-lead and hexavalent chromium free or primer epoxy and paint and chemical and anodize

Surface Treatment Specification:

Mil-g-5541 military standard 1st treatment response and military dtl 81706, type ii, class 1a military standard 2nd treatment response and

mil-a-8625 military standard 3rd treatment response and military p-53022 military standard 4th treatment response and military p-53084

military standard 4th treatment response or military prf 85582 military standard 4th treatment response and mil-c-53039 military standard 5th

treatment response or military dtl 64159 military standard 5th treatment response and federal standard 595 federal standard 5th treatment

response

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A042a0
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Mil-std (military Standard):

Mil-g-5541 spec.
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