
NSN 2805-00-472-4189
Piston Pin - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/2805-00-472-4189

Body Style:

Plain ends

Casehardening Indicator:

Casehardened

Countersink Angle In Deg:

45.0

Outside Diameter:

Between 0.85910 inches and 0.85930 inches 

Bore Diameter:

Between 0.5520 inches and 0.5720 inches 

Body Length:

Between 2.7740 inches and 2.7840 inches 

Metallic Hardness Rating:

59.0  rockwell c and 62.0  rockwell c

Bore Style:

Inside chamfer straight-thru bore

Material:

Steel,  qq-s-631-canceled

Material:

Steel comp 1008 or steel comp 1010 or steel comp 1012 or steel comp 1015 or steel comp 1016 or steel comp 1017 or steel comp 1018 or

steel comp 1020 or steel comp 1023 or steel comp 1025 or steel comp 1026 or steel comp 1029 or steel comp 1030 or steel comp 1035 or

steel comp 1536 or steel comp 1037 or steel comp 1038 or steel comp 1040 or steel comp 1541 or steel comp 1042 or steel comp 1043 or

steel comp 1045 or steel comp 1046 or steel comp 1548 or steel comp 1049 or steel comp 1050 or steel comp 1060 or steel comp 1080 or

steel comp 1090 or steel comp 1095

Material Specification:

Qq-s-631-canceled federal specification single material response

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A09500
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