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Thread Direction:

Right-hand

Furnished Items:

Cooling fan and drive pulley and lockwasher and nut and voltage regulator and woodruff key

Mounting Hole Thread Direction:

Right-hand

End Application:

Aircraft,  eagle f-15

Submersibility:

Nonsubmersible

Ground Polarity Type:

Negative

Rectifier Location:

Integral

Shaft Drive End Style:

Straight shaft end,  threaded,  w/keyway

Distance Between Shaft Center And Bottom Mounting Hole Center:

3.280 inches 

Bottom Mounting Hole Diameter:

Between 0.500 inches and 0.510 inches 

Center To Center Distance Between Top Mounting Slot And Bottom Mounting Hole:

6.520 inches 

Mounting Hole Thread Series Designator:

Unc

Mounting Hole Thread Diameter:

0.312 inches 

Mounting Hole Thready Qty Per Inch (tpi):

18

Mounting Hole Thread Class:

2b

Criticality Code Justification:

Feat

Voltage In Volts:

24.0

Special Features:

End item: grumman aircraft, model a10; weapon system essential

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

https://aerobasegroup.com


NSN 2920-00-844-7669
Engine Accessory Generator - Page 2 of 2 

Fiig:

A14700
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