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Overall Length:

5.687 inches

First Hole Diameter:

0.096 inches single end

Second Hole Diameter:

0.096 inches single end

Shaft Diameter:

0.312 inches single end

Current Type:

Ac input

Duty Cycle:

Continuous

Inclosure Feature:

General purpose

Winding Type:

Induction-shaded pole

Mounting Facility Type And Quantity:
4 unthreaded stud

Geared Head Output Shaft Alignment Position:
Inline w/armature single end

Cooling Method:

Fan cooled

Err Default:

Err default

Err Default:

Err default

Err Default:

Err default

Err Default:

Err default

Current Rating Method:

No load

Length Of Shaft From Housing:
1.541 inches single end

Current Rating In Amps:

0.230 single output

Connection Type And Voltage Rating In Volts:
230.0 line to neutral single input
Geared Head Output Shaft Speed Rating:
55.000 single revolutions per minute single end
Shaft End Characteristic:

A2 second style second end
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Err Default:

Err default

Phase:

Single input

Special Features:

Armature shaft has a 2.500 in. Dia, 4 blade fan
Frequency In Hertz:

50.0 input or 60.0 input
Terminal Type And Quantity:
2 wire lead

Shelf Life:

N/a

Unit Of Measure:
Demilitarization:

No

Fiig:

A271a0
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