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Overall Height:

11.500 inches 

Bore Diameter:

1.500 inches 

Overall Diameter:

1.550 inches 

End Application:

Model m871 30 ft trailer,  laundry advanced system ladds nsn 2330-00-122-6779,  contract daak 60-97-c-9222 tm 9-3510-122-24p

Compressed Length:

11.120 inches 

Pressure Rating:

200.0 pounds per square inch 

Integral Valve Operation Method:

Pneumatic

Design Characteristics:

Single acting single cylinder

First Piston Rod End Thread Series Designator:

Unf

First Piston Rod End Thread Diameter:

0.438 inches 

First Piston Rod End Thready Qty Per Inch (tpi):

20

Piston Rod End Similarity:

Not identical

Second Piston Rod End Thread Series Designator:

Unf

Second Piston Rod End Thread Diameter:

0.750 inches 

Second Piston Rod End Thready Qty Per Inch (tpi):

16

Special Features:

8various mouting included mounting nut,  foot mount,  pivot mount,  or rod clevis,  temp range minus 40 degrees f to 160 degrees f,  or with

vitron minus 20 degrees f to 400 degrees f,  volume cubic inches of stroke 1.77 plain side or 1.62 rod side,  meduin compressed air

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A34200
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