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Width:

Between 1.228 inches and 1.248 inches 

Length:

Between 1.503 inches and 1.520 inches 

Mounting Hole Diameter:

0.203 inches 

Mounting Hole Arrangement Style:

Horizontal centerline

Corner Radius:

0.318 inches 

Distance Between Holes Along Length:

Between 0.874 inches and 0.877 inches 

Bolt Circle Hole Quantity:

2

Overall Thickness:

Between 0.185 inches and 0.186 inches 

Hardness Rating:

Between 39.0 rockwell c and 43.0 rockwell c 

Mounting Hole Type:

Round,  unthreaded

Special Features:

One central tang 0.602 in.Nom lg by 0.250 in.W extending one side w/0.310 in.Corner radius; holes countersunk 82 degrees to 0.390 in.Min,

0.400 in.Max dia; shape: special

Material:

Steel comp e4340 

Surface Treatment:

Oxide 

Test Data Document:

81349-mili6868 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification format; 

excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain environmental

and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A093a0
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