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Counterbore Diameter:

Between 3.8750 inches and 3.8753 inches 

Counterbore Depth:

0.360 inches 

Minor Thickness:

Between 0.200 inches and 0.205 inches 

Length:

4.746 inches 

Mounting Hole Diameter:

Between 0.280 inches and 0.290 inches 

Aperture Diameter:

3.590 inches 

Mounting Hole Arrangement Style:

Single bolt hole circle

Bolt Circle Hole Quantity:

6

Overall Thickness:

1.948 inches 

Mounting Bolt Circle Diameter:

4.812 inches 

Hardness Rating:

Between 30.0 rockwell c and 35.0 rockwell c 

Mounting Hole Type:

Round,  unthreaded

Special Features:

Amounting configuration: 5 holes at 60 degrees spacing, 1 hole at 5 degrees off centerline; aperture shape: round and included; aperture

corner radius: 0.035 in.Radius; aperture type: counterbored; shape: special

Material:

Steel comp 4140 

Test Data Document:

81349-mil-i-6868 specification (includes engineering type bulletins,  brochures, etc.,  that reflect specification type data in specification

format;  excludes commercial catalogs,  industry directories,  and similar trade publications,  reflecting general type data on certain

environmental and performance requirements and test conditions that are shown as "typical",  "average",  "",  etc.).

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A093a0
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