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Cross Sectional Shape:

Recessed w/ aperture

Width:

1.100 inches 

Minor Thickness:

0.100 inches 

Recess Diameter:

1.400 inches 

Recess Depth:

0.230 inches 

Body Diameter:

1.538 inches 

Length:

2.100 inches 

Mounting Hole Diameter:

0.124 inches 

Aperture Diameter:

0.3745 inches 

Mounting Hole Arrangement Style:

Horizontal centerline

Distance Between Holes Along Length:

1.812 inches 

Body Thickness:

0.090 inches 

Overall Thickness:

0.330 inches 

Surface Finish:

32.0 microinches bore

Distance From Vertical Centerline To Center Of Right Hole:

0.906 inches 

Edge Angle:

30.0 degrees 

Mounting Hole Type:

Round,  unthreaded

Special Features:

Bore 0.650 from long edge;  right mtg hole 0.149 from long edge;  left mtg hole 0.462 from long edge

Material:

Steel comp 416 

Material Specification:

Astm a484 type 416 cond a assn standard single material response 

Surface Treatment:

Oxide film 
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Surface Treatment Specification:

Mil-c-13924 cl 4 military specification single treatment response 

Style Designator:

Offset

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A093a0

Mil-std (military Standard):

Mil-c-13924 spec.
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