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Cross Sectional Shape:

Flat w/aperture

Counterbore Diameter:

0.150 inches 

Counterbore Depth:

0.100 inches 

Outside Diameter:

3.994 inches 

Mounting Hole Diameter:

0.096 inches 

Aperture Diameter:

3.620 inches 

Mounting Hole Arrangement Style:

Four holes

Distance Between Holes Along Length:

3.720 inches 

Distance Between Holes Along Width:

0.700 inches 

Overall Thickness:

0.187 inches 

Surface Finish:

63.0 microinches outside diameter

Distance From Vertical Centerline To Center Of Right Hole:

Between 1.858 inches and 1.862 inches 

Distance From Horizontal Centerline To Center Of Right Hole:

Between 0.348 inches and 0.352 inches 

Mounting Hole Type:

Round,  unthreaded,  counterbored

Special Features:

Eliptical aperture;  two 0.0930 in. Diameter centered on hokiz cl;  four 0.060-80 unf threaded holes, two ea 1.885 in. Above and below horiz

cl and 0.180 in. Left and right of vert cl

Material:

Steel comp 303se 

Material Specification:

Qq-s-763 federal specification single material response 

Surface Treatment:

Passivate outside diameter

Surface Treatment Specification:

Qq-p-35 federal specification single treatment response outside diameter

Style Designator:

Round

Shelf Life:

N/a
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Unit Of Measure:

--

Demilitarization:

No

Fiig:

A093a0
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