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Cross Sectional Shape:

Counterbored w/ aperture

Outside Diameter:

Between 14.735 inches and 14.745 inches 

Minor Thickness:

0.225 inches 

Body Diameter:

Between 12.746 inches and 12.748 inches 

Mounting Hole Diameter:

0.625 inches 

Aperture Diameter:

10.120 inches 

Mounting Hole Arrangement Style:

Two bolt holes circles

Body Thickness:

Between 0.120 inches and 0.125 inches 

Overall Thickness:

0.703 inches 

First Bolt Circle Diameter:

11.000 inches 

Second Bolt Circle Diameter:

13.700 inches 

Surface Finish:

63.0 microinches outside diameter

Counterbore Diameter:

Between 12.503 inches and 12.505 inches 

First Bolt Circle Hole Quantity:

18

Second Bolt Circle Hole Quantity:

11

Counterbore Depth:

Between 0.477 inches and 0.479 inches 

Mounting Hole Type:

Round,  unthreaded

Special Features:

Additional holes on outer face and inner face

Material:

Steel 

Material Specification:

Ams 6470 assn standard single material response 

Surface Treatment:

Oxide 
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Surface Treatment Specification:

Ams 2485 assn standard single treatment response 

Style Designator:

Round

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A093a0
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