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Cross Sectional Shape:

Counterbored w/ aperture

Outside Diameter:

Between 9.8680 inches and 9.8730 inches 

Minor Thickness:

0.1220 inches 

Mounting Hole Diameter:

Between 0.2760 inches and 0.2870 inches 

Aperture Diameter:

Between 7.4790 inches and 7.4890 inches 

Mounting Hole Arrangement Style:

Single bolt hole circle

Bolt Circle Hole Quantity:

12

Overall Thickness:

Between 0.5500 inches and 0.5700 inches 

Mounting Bolt Circle Diameter:

Between 8.4750 inches and 8.5050 inches 

Counterbore Diameter:

Between 7.9950 inches and 8.0050 inches 

Counterbore Depth:

Between 0.4380 inches and 0.5000 inches 

Mounting Hole Type:

Round,  unthreaded

Special Features:

32 microfinish on counterbore diameter

Material:

Aluminum alloy 6061 

Material Specification:

Qq-a-250/11 federal specification single material response 

Surface Treatment:

Anodize 

Surface Treatment Specification:

Mil-a-8625 military specification single treatment response 

Style Designator:

Round

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A093a0

Mil-std (military Standard):

Mil-a-8625 spec.
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