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Casehardening Indicator:

Not casehardened

Outside Diameter:

1.000 inches 

Face Width:

Between 0.611 inches and 0.616 inches 

Bore Inside Diameter:

0.5015 inches 

Chamfer/radius Of Outside Corner:

0.060 in. Radius

Special Features:

Steel,  qq-s-763,  class 304,  cond b and aluminum alloy, qq-a-225/9, alloy 7075, t7351 or aluminum alloy, qq-a-200/11, alloy 7075, t73510

or aluminum alloy, qq-a-200/11, alloy 7075, t73511 or plastic (polytetrafluoroethylene) woven or plastic (dacron) fiberglass

Material:

Aluminum alloy, qq-a-225/9, alloy 7075, t7351 or aluminum alloy, qq-a-200/11, alloy 7075, t73510 or aluminum alloy, qq-a-200/11, alloy

7075, t73511 or plastic (polytetraflouethylene) woven or plastic (dacron) fiberglass

Material:

Aluminum alloy, qq-a-225/9, alloy 7075, t7351 or aluminum alloy, qq-a-200/11, alloy 7075, t73510 or aluminum alloy, qq-a-200/11, alloy

7075, t73511 or plastic (polytetraflouethylene) woven or plastic (dacron) fiberglass

Style Designator:

Plain

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T267-k

https://aerobasegroup.com

