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Mounting Type:

Floor

Current Type:

Ac

Frequency Rating:

60.0 hertz 

Accessory Components And Quantity:

Adjustable cross cut fence w/angle gage, 1;  blades, saw, 1/4 in. W per ggg-b-421, type 2, style 2, 6;  blades, saw, 3/4 in. W per ggg-b-421,

type 2, style 2, 6;  fence, ripping, 1;  blades, saw, 1/2 in. W per ggg-b-421, type 2, style 2, 6;  gage, miter w/extension stop rods, 1;  lamp,

band saw, 1;  re-saw attachment, 1

Voltage Rating:

208.0 volts 

Horsepower Rating:

3.000

Drive Method:

Electric motor

Table Length:

28.000 inches 

Table Width:

26.000 inches 

Wheel Diameter:

30.000 inches 

Wheel Face Width:

1.500 inches 

Table Right Tilt Angle In Deg:

45.0

Table Left Tilt Angle In Deg:

5.0

Distance Between Guide And Table:

15.000 inches 

Distance Between Saw And Column:

29.000 inches 

Phase:

Three

Specification Or Standard:

1 type and 1 size

Departure From Cited Designator:

Uzjp, uzjw

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

T294-s
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