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Mounting Type:

Floor

Current Type:

Ac

Frequency Rating:

60.0 hertz 

Frame Type:

Rigid

Voltage Rating:

115.0 volts  or 220.0 volts 

Rotational Speed Rating In Rpm:

1750.0

Throat Depth:

16.000 inches 

Braking Facility:

Not included

Drive Method:

Electric motor

Table Length:

10.000 inches 

Table Width:

7.000 inches 

Electric Motor Quantity:

1

Jaw Maximum Opening:

6.000 inches

Table Type:

Tilting

Table Right Tilt Angle In Deg:

45.0

Table Left Tilt Angle In Deg:

45.0

Band Type For Which Designed:

Saw blade

Blade Maximum Length Accommodated:

90.000 inches

Blade Maximum Width Accommodated:

0.500 inches

Vise:

Provided

Distance Between Guide And Table:

10.000 inches 
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Cutting Speed Range:

+50.0/+155.0 feet per minute

Cutting Speed Quantity:

3

Power Feed Feature:

Not provided

Built-in Coolant System:

Not included

Integral Butt Welder:

Not included

Integral Grinder:

Not included

Phase:

Single

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T294-s
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