
NSN 3415-01-384-0401
Utility Grinding And Buffing Machine - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/3415-01-384-0401

Current Type:

Ac

Spindle Diameter:

0.500 inches 

Furnished Items And Quantity:

Wheel,  coarse,  1;  wheel,  medium,  1;  adjustable tool rest,  1;  eyeshield,  2;  adjustable spark deflector,  2;  lighted rocker-type on-off

switch,  1;  instruction manual,  1

Horsepower Rating:

0.2

Power Source:

Electric motor

Mounting Type For Which Designed:

Bench

Spindle End Type:

Double

Spindle Speed In Rpm:

3450.0 

Maximum Wheel Diameter Accommodated:

5.000 inches

Maximum Wheel Thickness Accommodated:

0.625 inches

Work Rest Design:

Plain

Voltage In Volts:

120.0

Phase:

Single

Special Features:

Induction-type,  ball bearing motor;  cast iron base and motor housing to minimize operating vibration;  rubber pads at base corners to

dampen noise level;  weight 17 pounds;  wire wheel available when specified upon ordering

Frequency In Hertz:

60.0

Quantity:

1

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T284-a
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