
NSN 3540-00-975-4255
Electric Sealing Iron - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/3540-00-975-4255

Special Features:

Lightweight,  portable,  non-motorized,  hand-operated rotary heat sealer has grooved sealing rollers. Use for making grooved seals or for

sealing overlaps and splices in barrier material. Has two 150w preheater bars measuring 1 inch wide and 8-1/2 inch long. Sealing rolls are

1-1/2 inch diameter with a 1 inch face. One roller has a spring-loaded dial thermostat for regulating temperatures. The material is federal

continuously into the sealer by hand. Temperature range is approximately 250 to 550 degrees fahrenheit. Operates on 120v ac,  60-cycle, 

single-phrase power. Provided with a 6 foot power cord

General Description:

Lightweight,  portable,  non-motorized,  hand-operated rotary heat sealer has grooved sealing rollers. Use for making grooved seals or for

sealing overlaps and splices in barrier material. Has two 150w preheater bars measuring 1 inch wide and 8-1/2 inch long. Sealing rolls are

1-1/2 inch diameter with a 1 inch face. One roller has a spring-loaded dial thermostat for regulating temperatures. The material is federal

continuously into the sealer by hand. Temperature range is approximately 250 to 550 degrees fahrenheit. Operates on 120v ac,  60-cycle, 

single-phrase power. Provided with a 6 foot power cord

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A23900
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