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End Application:

Ic-45carriercrawler

Prime Mover Type:

Diesel engine

Engine Horsepower Rating Speed In Rpm:

2800.0

Battery Voltage Rating In Volts:

12.0

Transmission Type:

Manual

Forward Speed Quantity:

2

Hinge Location:

Top

Maximum Load Rating:

8800.0 pounds

Tilting Feature:

Not included

Seating Capacity:

1

Features Provided:

Towing pintle hook and fold down side and tailgate

Rated Load Capacity:

4.40 tons

Multifuel Design Feature:

Included

Cab Type:

Beside engine

Brake Actuation Method:

Air and hydraulic

Tailgate Operation Method:

Power

Rated Cubic Carrying Capacity:

5.0 cubic yards

Vehicle Curb Weight:

12760.0 pounds

Vehicle Maximum Gross Weight:

12760.00 pounds

Engine Power Rating:

115.0 horsepower

Special Features:

24in rubber tracks;  pintle hitch rear;  front attachment to accept cat420it attachment with hydraulics;  standard dumpbed fold down sides
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Functional Description:

Used for 3 way dumptruck

Type/model Designation:

Ic-45

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A37500

https://aerobasegroup.com

