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Prime Mover Type:

Diesel engine

Furnished Items And Quantity:

Block, tackle 110 tons 1

Boom Design:

Nontelescoping

Engine Manufacturer Name:

Cummins engine co

Engine Manufacturer Identifying Number:

Model no. 380-c1-p1h no. 51q20/

Engine Quantity:

1

Drum Quantity:

3

Maximum Lifting Capacity:

60.0 tons

Boom Length At Which Lifting Capacity Is Rated:

60.000 feet 

Boom Radius At Which Lifting Capacity Is Rated:

25.000 feet 

Outrigger Position At Which Lifting Capacity Is Rated:

Not set

Boomlength:

60.000 feet 

Boom Maximum Angle In Deg:

82.0

Boom Continuous Rotation Feature:

Not included

Boom Maximum Rotation In Deg:

360.0

Outriggers:

Not included

Crawler Baselength:

22.000 feet 

Crawler Basewidth:

10.000 feet 

Crawler Track Shoe Width:

27.000 inches 

Pile Driver:

Not included

Crane Operator Cab:

Included
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Operating Power Type:

Hydraulic

Special Features:

Winterized to minus 65 deg

Reference Number Differentiating Characteristics:

As differentiated by furnished items & qty;  special feature

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T340-a
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