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Prime Mover Quantity:

1

Current Type:

Ac

Furnished Items And Quantity:

1 mounting base and 1 remote control

Environmental Protection:

Any acceptable

Unpackaged Unit Length:

27.000 inches 

Unpackaged Unit Width:

13.000 inches 

Unpackaged Unit Height:

13.000 inches 

Prime Mover Type:

Electric motor

Inclosure Type:

Fully enclosed

Duty Cycle:

Continuous

Operation Method:

Electrical

Drum Flange To Flange Distance And Location:

9.000 inches  first drum

Drum Diameter And Location:

3.000 inches  first drum

Drum Flange Diameter And Location:

7.250 inches  first drum

Load Limit At Selected Speed And Drum Location:

6000.0 pounds single speed first drum

Travel Rate Per Minute:

3.5 feet

Braking Method:

Electric

Clutch Type:

Any acceptable

Drum Surface Design:

Plain

Err Default:

Err default

Transmission Type:

Automatic
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Cooling Method:

Air to air cooled

Voltage In Volts:

115.0

Phase:

Single

Special Features:

Includes 10.0ft remote switch;  15.0ft power cord;  3/8in.Thk mtg base w/six drilled 9/16in.Dia holes;  alum gear housing;  cable capaci type

1/4in.- 250.0ft,  5/16in.- 160.0ft,  3.8in. 100.0ft

Frequency In Hertz:

60.0

Supplementary Features:

Cable not included

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A02800
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