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Speed Adjustments:

Single speed

Width:

16.375 inches 

Length:

6.688 inches 

Ambient Tempurature At Full Rated Power:

125.0 degrees fahrenheit

End Application:

Shaker test set

Electrical Connection Type:

Cord w/attached plug

Static Pressure At Specificationified Air Flow Rate:

0.60 inches of water

Drive Type:

Direct

Prime Mover Type:

Electric motor

Inclosure Type:

Fully enclosed

Mounting Facility Type And Quantity:

4 slot

Rotation Direction For Which Designed:

Clockwise

Air Flow Rate:

1310.0 cubic feet per minute 

Voltage In Volts And Current Type:

115.0 ac

Prime Mover Power Rating:

130.0 watts

Prime Mover Drive Shaft Bearing Type:

Ball

Product Name:

Mfg name filter box fan

Phase:

Single

Special Features:

Special neoprene motor mount isolation system for reduced vibration,  info found on mfg website http: //www.Kooltronic.Com/desguide.Pdf

Frequency In Hertz:

60.0

Height:

15.125 inches 
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Material:

Steel 

Surface Treatment:

Enamel baked 

Style Designator:

Fixed

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A087a0
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