
NSN 4310-00-062-8188
Piston Pin - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/4310-00-062-8188

Body Style:

Chamfered ends w/end slot

Casehardening Indicator:

Casehardened

Hole Diameter:

Between 0.2320 inches and 0.2380 inches 

Hole Depth:

0.1875 inches 

Slot Depth:

0.1562 inches 

Slot Width:

0.125 inches 

Outside Diameter:

Between 0.87470 inches and 0.87490 inches 

End Chamfer Angle In Deg:

45.0

Hole Arrangement Style:

One hole through one side of bore

Distance From Centerline Of Hole To End Of Pin:

0.313 inches 

Bore Diameter:

0.5000 inches 

Body Length:

3.0000 inches 

Metallic Hardness Rating:

60.0  rockwell c and 63.0  rockwell c

Bore Style:

Straight-thru bore

Material:

Steel,  federal standard 66,  aisi/sae 1016

Material:

Steel comp 1016

Material Specification:

Fed standard 66 federal standard single material response or aisi 1016 assn standard single material response or sae 1016 assn standard

single material response

Fsc Application Data:

Air compressor

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A09500
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