Cylinder Sleeve - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/4310-00-562-3787

## Casehardening Indicator:

Not casehardened
Overall Length:
2.097 inches

Flange Thickness:
0.188 inches

Undercut Diameter:
1.278 inches

Bore Diameter:
1.252 inches

Body Length:
1.596 inches

Body Outside Diameter:
1.281 inches

## Metallic Hardness Rating:

50.0 rockwell c and 55.0 rockwell c

Flange Outside Diameter:
Any acceptable

## Design Type:

Wet
Bottom Chamfer Angle In Deg:
45.0

Bottom Chamfer Length:
1.015 inches

Valve Recess:
Not included
Top Inside Chamfer:
Not included
Bottom Inside Chamfer:
Included
Top Intake Port:
Not included
Largest Outside Diameter Under Flange:
Any acceptable

## Intake Hole:

Not included

## Special Features:

Top flange 1.875 in . Sq w/four 0.190-24 unc mtg holes; bottom flange 1.500 in . Sq w/four 0.203 in . Diameter mtg holes

## Material:

Steel
Material:
Steel

## Surface Treatment:

Cadmium
Surface Treatment Specification:
Qq-p-416, type 1, class 3 federal specification single treatment response
Style Designator:
Wet, flanged
Surface Treatment:
Cadmium plated, qq-p-416, type 1, class 3
Shelf Life:
N/a
Unit Of Measure:

Demilitarization:
No
Fiig:
T267-b

