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Brake Horsepower Required:

1.000

Mounting Type:

Base

Intake Connection Quantity:

1

Intake Connection Type:

Flanged

Discharge Connection Quantity:

1

Discharge Connection Type:

Flanged

Drive Connection Type:

Rigid coupled

Overall Length:

29.250 inches 

Overall Height:

11.250 inches 

Overall Width:

20.000 inches 

Current Type:

Ac

Vacuum Rating:

20.0 millitorr

Pump Quantity:

1

Pump Body Material:

Aluminum alloy

Pumping Element Type:

Piston

Pump Cylinder Quantity:

4

Intake Connection Flange Shape Style:

Round

Err Default:

Err default

Err Default:

Err default

Err Default:

Err default

Air Displacement Rate:

16.0 cubic feet per minute in free air
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Minimum Operating Temp:

50.0 degrees fahrenheit

System Design:

Noncorrosive

End Application:

W/s dp,  wmis

Prime Mover Type:

Electric motor

Current Rating In Amps:

3.2

Err Default:

Err default

Voltage In Volts:

230.0

Phase:

Single

Special Features:

Inlet and outlet ports iso-type kf-40 flange

Frequency In Hertz:

60.0

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A06700

https://aerobasegroup.com

