
NSN 4330-01-046-3399
Fluid Filter Element - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/4330-01-046-3399

Tapered Hole Minor Diameter:

0.640 inches 

Body Diameter:

4.250 inches 

Tapered Hole Major Diameter:

0.820 inches 

Filtration Rating In Microns:

2.0 

Flow Direction:

Outside in

Drop Pressure:

3.0 pounds per square inch

End Application:

Parker hannifin, racor div. Series 1000, 73/1000, 75/1000, 77/1000 and 79/1000 turbine fuel filter/water separator;  nsn 2320-01-097-0260

hemtt (heavy expanded mobility tactical truck)

Design Type:

Nonreusable

Tempurature Rating:

Between -50.0 degrees fahrenheit and 225.0 degrees fahrenheit 

Bodylength:

9.500 inches 

Criticality Code Justification:

Feat

Filtering Media Design:

Molded single filtering media response

Filtering System For Which Designed:

Full flow

Special Features:

Secondary filter;  180.0 gph;  weapon system essential

Material:

Cellulose filtering medium

Media For Which Designed:

Any acceptable

Style Designator:

Cylindrical w/ container (rigid)

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A24000
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